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Hydrologic and hydraulic analysis indicates that maximum spill-
way discharge capacity is only about 9% of the PMF peak outflow.
The 1/2 PMF would overtop the earth embankment and would probably
cause failure. Therefore, in accordance with Corps of Engineers'
screening criteria for review of spillway adequacy, spillway capa-
city is considered "seriously inadequate' and the dam is assessed 'asunsafe, non- eme rgency

The classification of "unsafe" applied to a dam because of aP

seriously inadequate spillway is not meant to connote the same i
degree of emergency as would be associated with an "unsafe" class- a
ification applied for a structural deficiency. It does mean that
there appears to be a serious deficiency in spillway capacity and
if a severe storm were to occur, overtopping and failure of the
dam could take place, significantly increasing the hazard to loss
of life downstream of the dam.

Therefore, it is recommended that within 3 months after receipt
of this report by the Owner, a detailed- hydrologic and hydraulic
analysis be started to better assess spillway capacity. This C4
should include a more accurate determination of the site specific t4
characteristics of the watershed. Within 18 months after receipt
of this report by the Owner, any appropriate remedial work should 81
be completed. The detailed analysis and the design and construction
observation of any remedial work should be done by a qualified,
registered professional engineer. 01

In the meantime, the Owner should immediately institute a pro-
gram to visually inspect the dam and its appurtenances at least once
a month. Also, within 3 months after receipt of this report the
Owner should complete development of a surveillance program for useduring periods of heavy runoff and of an emergency action plan out-
lining action to be taken to minimize the downstream effects of an
emergency, together with an effective warning system.

Because of other deficiencies, the following additional inves-
tigations should be started within 3 months after receipt of this
report by the Owner. The investigations should be performed by a
qualified, registered professional engineer.

1) Investigate the causes of subsidence of the crest of the U
dam at various locations.

a
2) Investigate the causes of tilting and poor alignment of

the concrete-faced stone masonry wall which retains the
upstream side of the embankment.

Any remedial work deemed necessary as a result of these inves-
tigations should be completed within 18 months after receipt of this
report by tle Owner. A qualified, registered professional engineer
should design and observe the construction of any necessary remedial-
work.
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PREFACE

This report is prepared under guidance contained in the
Recommended Guidelines for Safety Inspection of Dams, for Phase I
Investigations. Copies of these guidelines may be obtained from
the Office of Chief of Engineers, Washington, D.C. 20314. The
purpose of a Phase I Investigation is to identify expeditiously
those dams which may pose hazards to human life or property. The
assessment of the general condition of the dam is based upon avail-
able data and visual inspections. Detailed investigation, and
analyses involving topographic mapping, subsurface investigations,
testing, and detailed computational evaluations are beyond the
scope of a Phase I Investigation; however, the investigation is
intended to identify any need for such studies.

In reviewing this report, it should be realized that the
reported condition of the dam is based on observations of field
conditions at the time of inspection along with data available
to the inspection team. In cases where the reservoir was lowered
or drained prior to inspection, such action, while improving the
stability and safety of the dam, removes the normal load on the
structure and may obscure certain conditions which might otherwise
be detectable if inspected under the normal operating environment
of the structure.

It is important to note that the condition of a dam depends
on numerous and constantly changing internal and external con-
ditions, and is evolutionary in nature. It would be incorrect
to assume that the present condition of the dam will continue to
represent the condition of the dam at some point in the future.
Only through frequent inspections can unsafe conditions be detected
and only through continued care and maintenance can these conditions
be prevented or corrected.

Phase I Inspections are not intended to provide detailed
hydrologic and hydraulic analyses. In accordance with the es-
tablished Guidelines, the Spillway Test Flood is based on the
estimated "Probable Maximum Flood' for the region (greatest
reasonably possible storm runoff), or fractions thereof. Because
of the magnitude and rarity of such a storm event, a finding that
a spillway will not pass the test flzod should not be interpreted
as necessarily posing a highly inadequate condition. The test
flood provides a measure of relative spillway capacity and serves
as an aide in determining the need for more detailed hydrologic
and hydraulic studies, considering the size of the dam, its
general condition and the downstream damage potential.

The Phase I Investigation does not include an assessment of
the need for fences, gates, no-trespa-ssing signs, repairs to ex-
isting fences and railings and other items which may be needed
to minimize trespass and provide greater security for the fa-
cility and safety to the public. An evaluation of the project
for compliance with OSHA rules and regulations is also excluded.
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67 NATIONAL DAM INSPECTION PROGRAM

PHASE I INSPECTION REPORT

Identification No.: NY 01060

Name of Dam: West Millpond Dam

State Located: New York

County: Fulton

Municipality: City of Gloversville

Watershed: Mohawk River Basin

Stream: Meco Creek

Date of Inspection: June 3, 1981

ASSESSMENT

Examination of available documents and visual inspection of
the dam did not reveal conditions which constitute an immediate
hazard to human life or property. However, the dam has some serious
deficiencies which require further investigation and remedial work.

Hydrologic and hydraulic analysis indicates that maximum spill-
way discharge capacity is only about 9% of the PMF peak outflow.
The 1/2 PMF would overtop the earth embankment and would probably
cause failure. Therefore, in accordance with Corps of Engineers'
screening criteria for review of spillway adequacy, spillway capa-
city is considered "seriously inadequate' and the dam is assessed as
"unsafe, non-emergency".

The classification of "unsafe" applied to a dam because of a
seriously inadequate spillway is not meant to connote the same
degree of emergency as would be associated with an "unsafe" class-
ification applied for a structural deficiency. It does mean that
there appears to be a serious deficiency in spillway capacity and
if a severe storm were to occur, overtopping and failure of the
dam could take place, significantly increasing the hazard to loss
of life downstream of the dam.

Therefore, it is recommended that within 3 months after receipt
of this report by the Owner, a detailed hydrologic and hydraulic

61", analysis be started to better assess spillway capacity. This
should include a more accurate determination of the site specific
characteristics of the watershed. Within 18 months after receipt

V'I
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!
of this report by the Owner, any appropriate remedial work should
be completed. The detailed analysis and the design and construction
observation of any remedial work should be done by a qualified,
registered professional engineer.

In the meantime, the Owner should immediately institute a pro-
gram to visually inspect the dam and its appurtenances at least once
a month. Also, within 3 months after receipt of this report the
Owner should complete development of a surveillance program for use
during periods of heavy runoff and of an emergency action plan out-
lining action to be taken to minimize the downstream effects of an
emergency, together with an effective warning system.

Because of other deficiencies, the following additional inves-
tigations should be started within 3 months after receipt of this
report by the Owner. The investigations should be performed by a
qualified, registered professional engineer.

1) Investigate the causes of subsidence of the crest of the
dam at various locations.

2) Investigate the causes of tilting and poor alignment of
the concrete-faced stone masonry wall which retains the
upstream side of the embankment.

Any remedial work deemed necessary as a result of these inves-
tigations should be completed within 18 months after receipt of this
report by the Owner. A qualified, registered professional engineer
should design and observe the construction of any necessary remedial
work.

The following remedial work should be completed by the Owner
within 12 months after his receipt of this report. Where engineer-
ing assistance is indicated, the Owner should engage a qualified,
registered professional engineer. Assistance by such an engineer
may also be useful for some of the other work.

1) Remove trees and brush and their root systems from
the embankment and from a zone 25 feet wide next to
the downstream toe in accordance with specifications
and field observation of the work by an engineer.
Backfilling the zones where stumps and roots have been
removed should be done with proper material and pro-
cedures. Continue to keep these same areas clear by
cutting, mowing, and cleanup at least annually.

;764 2) Control trespassing on the embankment. A foot path on
the downstream slope is bare of vegetation and eroded.

3) Provide erosion protection for the embankment in accordance
with recommendations made by an engineer. There is a lack
of erosion protection on the crest of the dam near the
left abutment.

vi
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4) Repair the deteriorated concrete and stone masonry of the

dam.

5) Dewater and inspect the outlet pipe gate and make repairs
necessary to stop leakage and correct any other problems
found.

6) Develop and implement effective routine operation and
maintenance procedures for the dam and its appurtenances.
The outlet pipe gate and the water supply main valve
should be exercised regularly.

7) Institute a program of comprehensive technical inspection
of the dam and its appurtenances by an engineer on a periodic
basis of at least once every two years.

SGoPresident

C. T. Male Associates, P.C.
NY PE 25004

31¢

& LAND SURVEYOR

Approved by:

New York District Engineer
Corps of Engineers

Date: _ _ _ _ _ _
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a6lI  NATIONAL DAM INSPECTION PROGRAM

PHASE I INSPECTION REPORT

NAME OF DAM: WEST MILLPOND DAM, ID NO. NY 01060

SECTION 1

PROJECT INFORMATION

1.1 GENERAL

a. Authority

The National Dam Inspection Act, Public Law 92-367,
August 8, 1972, authorized the Secretary of the Army through the
Corps of Engineers to initiate a national program of dam inspection
throughout the United States. The New York District of the Corps
of Engineers has been assigned the responsibility of supervising
the inspection of dams within New York State. C. T. Male Associ-
ates, P.C., has been retained by the New York District to inspect
and report on selected dams in the State of New York. Authori-
zation and notice to proceed was issued to C. T. Male Associates,
P.C., under a letter from Michael A. Jezior, LTC, Corps of
Engineers. Contract No. DACW51-81-C-0014 has been assigned by
the Corps of Engineers for this work.

b. Purpose of Inspection

The purpose of the inspection program is to perform
technical inspection and evaluation of non-Federal dams to identify
conditions which threaten the public, and thus permit correction
in a timely manner by non-Federal interests.

1.2 DESCRIPTION OF PROJECT

a. Location

'The dam is located on Meco Creek, a tributary of Cayadutta.
Creek, in the City of Gloversville. The dam at its maximum section
is at Latitude 43 degrees - 3.0 minutes North, Longitude 74 degrees
- 21.9 minutes West.

Access to the dam is via State Route 29A west from the
City of Gloversville (see Vicinity Map).

7' The official name of the dam is West Millpond Dam and
the official name of the impoundment is West Millpond. In the
past the dam has also been known as the West Mill C Dam and the
Daniel Hays Dam.

!. 1-1



b. Description of Dam and Appurtenances

West Millpond Dam is an earthen embankment about 24 feet
high and about 190 feet long, with a crest width that varies between
10 and 20 feet. There is a central chute spillway section, which
appears to consist of an earth or rock fill paved over with concrete
and confined between upstream and downstream stone masonry retaining
walls. (Sketches in old inspection reports indicate that the spill-
way may have comprised a rock or soil-filled timber crib at one time,
and also that the chute may have been plank-lined.) The upstream
side of the embankment is retained by a concrete-faced stone masonry
retaining wall. Both abutments appear to consist of soil, and the
bottom of the channel immediately downstream of the dam is covered
with boulders, gravel, and sand.

The concrete-paved chute spillway is 56.5 feet wide at the
upstream side of the dam and narrows to about 43 feet at the down-
stream end of the chute. The chute is inclined about 5H:lV downstream
and the spillway crest is about 2.6 feet below the top of dam. At
the right downstream end of the spillway there is a concrete-capped
stone masonry "step". The downstream end of the spillway is about
16 feet above the channel downstream of the spillway.

The dam has a wood-framed gate house located just upstream
of the dam, just to the right of the spillway. Inside the gate
house there is water treatment equipment, a wooden lever mechanism
for operating the outlet pipe flap gate, and a rising stem floor
stand, with handwheel, for the valve on the water supply main.

The outlet pipe for the reservoir is a 27-inch-diameter
cast iron pipe with a flap gate at its upstream end. The outlet
pipe discharges to the top of the stone masonry "step" at the right
downstream end of the spillway.

The water supply main from the reservoir is an 18-inch-
diameter cast iron pipe from the reservoir to the Owner's plant
about 3,500 feet downstream in Gloversville. This pipe is valved
at the plant as well as at its upstream end under the gate house.

73 c. Size Classification

In accordance with Recommended Guidelines (Reference I),
West Millpond Dam is classified as "small" in size because its maximum
storage capacity at the top of dam is 256 acre-feet (within the 50
to 1,000-acre-foot range). The height of the dam is about 24 feet.

d. Hazard Classification

In accordance with Recommended Guidelines (Reference 1),
West Millpond Dam is classified as having a "high" hazard potential.
This is because it is judged that failure of the dam would sig-
nificantly increase flows downstream which could cause loss of

I
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more than a few human lives and appreciable property damage. Down-
stream development that could be damaged or destroyed by a dam
failure includes: a mill building located immediately downstream of
the dam to the left of the spillway (a portion of this building ex-
tends over the downstream channel about 50 feet from the dam); several
tannery buildings located near the stream about 300 feet downstream;
a bridge crossing for State Route 29A about 400 feet from the dam;
and several houses located near the stream about 800 feet from the
dam. Further downstream from the dam the stream flows through
residential and industrial areas of the City of Gloversville. About
3500 feet from the dam the stream flows along side the Owner's plant
(vertical drop from the spillway crest to the Owner's plant is about
35 feet).

e. Ownership

The dam is believed to have been constructed around 1870
for the Daniel Hays Company. Presently the dam and pond are owned by:

Rovel Aqua, Inc.
P.O. Box 753
Ill Woodside Avenue
Gloversville, New York 12078

Attn: Chris Chiappa, Chief Engineer

(518) 725-8691

f. Operator

Day-to-day operation of the dam is the responsibility of:

Richard McMillan, Sr., Foreman
(same address as above)
(518) 725-8691

g. Purpose of Dam

,The dam was originally used by the present Owner to impound
process water for dyeing operations. Presently the pond is used as
a process water supply for air pollution control and air conditioning
equipment at the Owner's textile plant at 111 Woodside Avenue, Glo- ,
versville, about 3500 feet downstream of the dam.

341 h. Design and Construction History

It is believed that the dam was built around 1870 for
the Daniel Hays Company. The designer and construction contractor
for the dam are not known. No records concerning the design or
construction of the dam could be found.

In 1912/1913 portions of the upstream side of the dam
were faced with concrete and the top of the dam was lowered about

1-3
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a foot. In 1918/1919 the spillway of the dam was widened. In the
1940's the spillway section was paved with concrete and the 18-inch
supply main was installed. In 1973 the outlet pipe was made oper-
ational and concrete surfaces at the dam were repaired.

There is no knowledge or record of other construction,
modification, or major repair of the dam. Refer to Section 2 of
this report, as well as to the Engineering Data Checklist in Ap-
pendix F2, for a complete discussion of the design and construction
history. Selected drawings and other engineering data are included in
Appendices F3 and G.

i. Normal Operating Procedures

The dam site is visited several times a week by the
Operator. Normally the gate on the 27-inch outlet pipe is closed
and the water level is maintained at about the spillway crest. The
gate on the outlet pipe presently leaks at an estimated rate of
about 500 gpm. The valve in the gate house on the 18-inch supply
main is normally fully open. An 8-inch valve at the downstream
end of the main at the Owner's plant is normally only a quarter open
and bypasses flow back to the creek.

1.3 PERTINENT DATA

a. Drainage Area (square miles) 4.90

b. Discharge at Dan Site (cfs)
Spillway (W.S. at top of dam) 730
Outlet Pipe (gate normally closed, estimated

potential w/W.S. at spillway crest) 54
Water Supply Main (normally partially open) Unknown
Maximum Known Flood (estimated at 2.5 feet

over spillway crest in April 1975) 690 +

C. Elevation (feet - NGVD)
All elevations are based on a water surface elevation for

the pond from the "Characteristics of New York Lakes (Gazetteer)"
(Reference 25) of EL 835, assumed to be the spillway crest, and are
in feet above mean sea level NGVD (National Geodetic Vertical Datum
of 1929).

474 Top of Dam (low point) 837.6 +
Design High Water Unknown
Spillway Crest (normal pool) 835
Entrance Inverts of Outlets

Outlet Pipe 826 +
Water Supply Main No Data

d. Reservoir Length (feet) - at spillway crest 2,400 +

I
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e. Reservoir Surface Area (acres)
Top of Dam 55 +
Spillway Crest 26.7

f. Reservoir Storage (acre-feet)
Top of Dam 256
Spillway Crest 123

g. Dam
Type - Earthen embankment.
Length - About 190 feet (including spillway).
Height - About 24 feet.
Top Width - Varies from 10 to 20 feet.
Side Slopes - Vertical, retained by stone masonry retaining

walls.
Zoning - Unknown.
Impervious Core - Unknown.
Cutoff - Unknown.
Grout Curtain - Unknown.

h. Spillway
Type - Concrete-paved chute spillway.
Length of Weir - 56.5 feet.
Upstream Channel - Concrete-paved section slopes up from

reservoir bottom to weir crest.
Downstream Channel - Chute narrows to 43 feet downstream

of weir crest, slopes about 5H:IV
downstream, and drops off at end
about 16 feet into narrow stream
channel.

i. Outlet Works

1) Outlet Pipe
Size - 27-inch diameter.
Description - Cast iron pipe from under front of gate

house discharges at stone masonry "step"
at end of spillway section.

46o Control - Flap gate on upstream end operated by wooden
lever in gate house.

2) Water Supply Main
Size - 18-inch diameter (at dam).
Description - Cast iron pipe from under front of gate

house to plant in Gloversville, about
3500 feet long.

Control - 18-inch valve on upstream end with rising
stem floor stand with handwheel in gate
house. Also 8-inch valve in line at plant.

1-5



SECTION 2

ENGINEERING DATA

2.1 DESIGN DATA

a. Geology

There was no geologic information available in the design
data for this dam. The following information was obtained from
current geologic maps and publications for this region (References
26, 27, and 28), as well as from the site visit.

West Millpond Dam is located within the Mohawk-Hudson Low-
lands of the Appalachian Plateaus Province. Bedrock in the vicinity
of the dam consists of shale which is of Middle Ordovician age.
With respect to regional geologic structure, the dam is located at
the northern fringe of the basin rocks underlying the Catskill Moun-
tains and Plateaus region, where erosion of weaker rock types has
exposed beds of generally flat-lying sedimentary sequences. With
respect to the soils that overlie bedrock, the dam is located be-
tween two east-west trending hills which are part of a belt of such
hills that are interpreted to comprise a glacial end moraine and
are believed to consist primarily of glacial till.

b. Subsurface investigations

No records of subsurface investigations are available for
this dam.

c. Dam and Appurtenances

It is believed that the dam was built around 1870 for
the Daniels Hays Company. The designer of the dam is not known
and no records concerning its design could be found.

2.2 CONSTRUCTION HISTORY

a. Initial Construction

The original construction contractor for the dam is not
known. No records concerning the original construction of the dam
and appurtenances are known to exist.

A brief review of the known construction history, as can
be determined from the available data and the Owner, can be found
starting on Appendix F2-2.

I 2-1



3CI  b. Modifications, Repairs, and Maintenance

In 1912/1913 portions of the upstream side of the dam
were faced with concrete and the top of dam was lowered about a
foot (see Appendix F3-1). In 1918/1919 the spillway of the dam
was widened. In the 1940's the spillway section was paved with
concrete and the 18-inch cast iron supply main was installed inside
of an old 5-foot sluice from the dam.

In 1973 the gate on the 27-inch outlet pipe was made oper-
ational. Concrete patching of the spillway training walls and the
retaining wall to the left of the spillway was also performed at this
time. Thomas Randall, a local mason contractor no longer in business,
performed the concrete repair work.

c. Pending Remedial Work

There are no known plans for any remedial work at the dam.

2.3 OPERATION RECORD

a. Inspections

In 1979 the Owner had the dam inspected by Charles R.
Ackerbauer, P.E. In a letter dated July 17, 1979 (see Appendix F3-23)
concerning the inspection, the engineer found the dam "to be sound
and in no danger of collapse." The letter also suggested to the Owner
that "as part of a routine maintenance program the concrete and mas-
onry should be inspected yearly by your staff and any repairs necessary
should be promptly attended to.

Between 1913 and 1919 the dam was inspected four times by
the New York State Conservation Commission (see Appendices F3-2 to
F3-17). The reports for these inspections all note that the dam was
in good condition. The last report also indicated that erosion of
the dam was occurring to the right of the spillway. Appendix F3-18
contains a photo of the spillway of the dam, taken on May 19, 1919,
the date of the last Conservation Commission Inspection.

In an inspection report by the NYS-DEC dated September 18,
1970 (see Appendix F3-20), the outlet works and mechanical equip-
ment at the dam were noted as needing maintenance. The upstream
concrete walls were also noted as being cracked. The report also
indicated that the dam received no routine maintenance.

732 On July 12, 1979 the dam was reinspected by the NYS-DEC
and the condition of the dam was the same as it was for the Sep-
tember 18, 1970 inspection. A letter to the Owner concerning the
1979 inspection, dated July 18, 1979 (see Appendix F3-24), noted
the following defects: tree and brush growth on the dam, displaced
stone masonry, and deteriorated concrete. The letter also recommended
that the defects be repaired and the dam be maintained on a regular
basis.
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An inspection report by the NYS-DEC, dated May 6, 1980
(see Appendix F3-25), indicated that there was tree growth on the
embankment and seepage through stone portions of the dam. The
report stated that "No defects (were) observed beyond normal main-
tenance."

b. Performance Observations

Other than the observations made in the various inspection
reports and correspondence concerning the dam (see Appendix F3) there
are no other known records of performance observations.

c. Water Levels and Discharges

There are no known records of water levels or discharges
at the dam.

d. Past Floods and Previous Failures

According to the Operator, the highest known flood level
at the dam occurred due to a storm in April 1975. The water level
in the reservoir rose to within 1.5 inches of the low point of the
top of dam (top of concrete wall just to right of gate house). Based
on field measurements this flood level corresponds to about 2.5 feet
above the spillway crest.

2.4 EVALUATION

a. Availability

As listed on Appendix Fl, various engineering data and
records are available in the files of the Owner, the Dam Safety
Section of the NYS-DEC, and the Division of Fish and Wildlife of
the NYS-DEC. This data was reviewed, and copies of the records
significant to the dam are included in chronological order in Ap-
pendices F3 and G. Appendix F2, Checklist for General Engineering
Data and Interview with Dam Owner, also contains pertinent engineer-
ing information.

737 b. Adequacy

Available data consisted of inspection reports, corres-
pondence, general data from the Owner, an old photograph, a map of
the reservoir, and a sketch with pond depths. Such data as design/
construction drawings, record drawings, specifications, design cal-
culations, data on foundation and embankment soils, and operation
and performance data were not available. The lack of such in-depth
engineering data does not permit a comprehensive review. Therefore,
the available data was not adequate by itself to permit an assessment
of the dam.

I
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c. Validity

The limited data available appears to be valid.
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32" SECTION 3

VISUAL INSPECTION

3.1 FINDINGS

a. General

West Millpond Dam was inspected on June 3, 1981. The
inspection party (see Appendix B-i) was accompanied by two repre-
sentatives of the Owner: Chris Chiappa, Chief Engineer, and Richard
McMillan, Sr., Operator. The weather was cloudy and mild, with
rain occurring late in the afternoon. The water surface was about
one inch below the spillway crest, or at about EL 834.9, at the time
of the inspection. The Visual Inspection Checklist is included as
Appendix B, while selected photos taken during the inspection are
included as Appendix A and as the Overview Photo at the beginning
of this report. Appendix A-I is a photo index map.

b. Dam

There is no evidence of any major sloughs or slides on
the embankment.

Crest - The crest of the dam is covered with grass over
much of its length (see Photo A-2A), but there is a section near the
left abutment which is covered with sand and is practically bare of
vegetation (see Photo A-2B). There is an irregular depression on
the crest, about one foot deep and 5 feet in diameter, 30 feet left
of the spillway. There are also depressions along the upstream side
of the crest next to both the right (see Photo A-3A) and left (see
Photo A-3B) sides of the spillway. The apparent remains of a foun-
dation wall for an ice house are visible on the crest of the embank-
ment to the right of the spillway (see Photo A-4A).

Upstream Slope - The upstream side of the embankment is
retained by a vertical, concrete-faced stone masonry wall. This wall
is tilted and out of alignment at several locations (see Photo A-2A).
The concrete portion of the wall is badly eroded and spalled along
its upstream face (see Photos A-6B and A-7B). This deterioration
is worst at about the normal waterline (spillway crest) and along
the top of the wall. In places the concrete is also cracked or
missing. The stone masonry portion of the wall is also deterior-
ated in some spots.

'097 Downstream Slope - The downstream slope of the embankment
to the riggt the spillway is covered with grass on its upper
portion (see Photo A-6B) and with trees and brush on its downstream
portion. There is one slightly wet and soft area near the downstream
toe of the embankment on the right side of the downstream channel
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about 8 feet above tailwater level. To the left of the spillway,
there appear to be remnants of a vertical dry stone masonry wall
which retains the downstream side of the embankment immediately
adjacent to the spillway (see Photo A-SA). Farther left the down-
stream slope of the embankment is covered with trees and brush (see
Photo A-7A), stumps (see Photo A-5B), and is locally bare of vege-
tation due to trespassing (see Photo A-4B).

Zone Next to Downstream Toe - Several large trees are grow-
ing in the zone next to the downstream toe of the embankment to the
right of the spillway. There is a mill buildin at the downstream
toe of the embankment to the left of the spillway. The stone masonry
at the toe of the dam, below the end of spillway, is in good con-
dition (see Photo A-8A and Overview Photo).

Abutments - Both abutments appear to be soil. No bedrock
outcrops were observed in the vicinity of the dam.

c. Appurtenant Structures

1) Gate House and Outlet Works

The dam has a wood-framed gate house, set on a con-
crete foundation, located in the reservoir just to the right of the
spillway (see Photos A-6A and A-6B). The aluminum roofing of the
gate house is partially missing. Its concrete foundation has minor
efflorescence and there is some minor erosion of the concrete at the
waterline. The gate house contains water treatment equipment for
treating water released to the Owner's plant and it is normally kept
locked. Also inside the gate house there is a control mechanism
for the flap gate on the upstream end of the 27-inch-diameter outlet
pipe and a rising stem floor stand with handwheel for the valve on
the 18-inch-diameter water supply main (see Photo A-8B).

The 27-inch-diameter cast iron outlet pipe discharges
over a concrete-capped stone masonry "step" at the bottom right side
of the spillway (see Photos A-8A and A-9A). Some joints of the outlet
pipe are offset by as much as one inch (see Photo A-9B). No seepage
was observed and the pipe appeared to be in good condition. The con-
crete cap over the stone masonry at the downstream end of the pipe
was, however, eroded due to the flow of water from the outlet.

344 The flap gate control mechanism for the outlet pipe
is a wooden lever with a steel rod on its end that is attached to
the gate. The gate leaks somewhat when closed as it was during the
inspection and its physical condition was not observable. Leakage
was estimated at about 500 gpm.

The 18-inch-diameter cast iron water supply main
supplies process water to the Owner's plant. The condition of this
pipe was not observable. The floor stand control for the valve on
the supply main is rusted, but operable and well lubricated.
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2) Spillway and Discharge Channel

The dam has a concrete-paved chute spillway located
near the center of the dam (see Photos A-6A, A76B, and A-8A). The
spillway bottom is generally in good condition with only minor sur-
face wear of the concrete.

The left spillway training wall shows evidence of cold
pour joints and there is some hairline cracking and surface wear of
the concrete. There is erosion of the wall at its upstream end near
the waterline (see Photo A-7B). There are also 4 small cracks in
the wall for its full height.

The right spillway training wall has some hairline
cracking and efflorescence. The concrete of the wall is spalled at
the waterline and some repairs to the spalled areas of the wall have
been made. There are 5 small cracks in this wall for its full height.

Immediately downstream of the right end of the chute
spillway there is a concrete-capped stone masonry "step" (see Photo
A-BA). Flow from the outlet pipe discharges onto this "step" and
flow from the spillway discharges over this area. There are stones
and boulders at the toe of the dam, below the spillway (see Overview
Photo).

d. Reservoir Area

The lake appears to be filling in with sediment and organic
matter. The Owner indicated that the pond is much shallower now than
it used to be due to sedimentation. The slopes along the reservoir
perimeter are low and flat, and no evidence of slope instability was
observed.

e. Downstream Channel

The bottom of the downstream channel is covered with
boulders, gravel, and sand. There are also some logs in the channel
between the dam and the mill building which spans the channel im-
mediately downstream of the dam (see Photo A-10B).

3.2 EVALUATION

-Lack of vegetation on the crest of the dam near the left abut-
ment renders that section susceptible to erosion if the dam should
be overtopped.

Subsidence of the crest of the dam next to both the right and
left sides of the spillway and at one location 30 feet left of the
spillway is indicative of some unknown problem which might adversely
affect the stability of the embankment.
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'The concrete-faced stone masonry wall which retains the upstream
side of the embankment is tilted and out of alignment at several lo-
cations. The concrete facing and stone masonry of this wall is also
severely deteriorated.,

Trees and brush growing on the downstream slope of the embank-
ment and in the zone next to the downstream toe may lead to seepage
and piping (internal erosion) problems if a tree blows over and pulls
out its roots or if a tree dies and its roots rot. The roots of
stumps on the downstream slope may also cause seepage or piping pro-
blems when they rot.

Trespassing and a consequent lack of vegetation in paths on the
downstream slope of the embankment left of the spillway may result
in further erosion and possible breaching of the dam if not controlled.
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SECTION 4

OPERATION AND MAINTENANCE PROCEDURES

4.1 OPERATION PROCEDURES

There are no written operation procedures for the dam.

West Millpond is used as a process water supply for air pol-
lution control and air conditioning equipment at the Owner's fa-
cilities located at 111 Woodside Avenue, Gloversville. Normally
the gate on the 27-inch outlet pipe is closed and the water level
is maintained at about the spillway crest. The gate on the outlet
pipe presently leaks at an estimated rate of about 500 gpm. The
valve in the gate house for the 18-inch supply main to the Owner's
plant is normally fully open. An 8-inch valve on the main at the
plant, however, is usually only a quarter open, and bypasses flow
back to the creek. The process water for the plant is drawn off,
upstream of this valve, by a 2-inch supply line.

At the time of the inspection the reservoir level was about
one inch lower than the spillway crest, with outflow through the
outlet pipe estimated to be about 1 cfs.

4.2 MAINTENANCE OF DAM AND OPERATING FACILITIES

There are no written maintenance procedures for the dam.

The dam site is visited several times a week by the Operator.
Brush has been cut yearly from the slopes since about 1972. The
outlet pipe gate and the water supply main valve at the dam are
exercised once a year. They were last operated this past spring.
The reservoir was last drained in the spring of 1980 for algae
control and then refilled.

4.3 EMERGENCY ACTION PLAN AND WARNING SYSTEM

There is no emergency action plan and warning system for the
dam.

4.4 EVALUATION

Maintenance of the dam is unsatisfactory, even though there
have been repairs and some regular maintenance to the dam over the
past several years. Some maintenance items, such as brush and tree
growth on the downstream slopes, have been neglected. The upstream
retaining wall of the dam has also been allowed to deteriorate.
However, the Owner has exercised and maintained the operating fa-
cilities at the dam. Nevertheless,more effective operation and
maintenance procedures need to be developed and implemented by the
Owner in order to avoid deterioration of the dam.
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The Owner should develop an emergency action plan outlining
action to be taken to minimize the downstream effects of an emer-
gency, together with an effective warning system.
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82: SECTION 5

HYDROLOGY AND HYDRAULICS

5.1 DRAINAGE AREA CHARACTERISTICS

West Millpond Dam and West Millpond are located on Meco
Creek in central New York. About one mile downstream of the dam
the creek joins Cayadutta Creek. Cayadutta Creek drains to the
south and discharges into the Mohawk River.

The total drainage area at the dam is 4.90 square miles, of
which about 0.041 square miles (26.3 acres), or less than one per-
cent, is actual reservoir surface at the spillway crest. The topo-
graphy of the drainage area is characterized by slopes of from 5%
to 15%. Elevations in the drainage area vary from EL 835 to EL
1520. (See Appendices C-5 and C-6).

5.2 ANALYSIS CRITERIA

The U.S. Army Corps of Engineers Hydrologic Engineering Center's
Program HEC-l DB (Reference 3) was used to develop the test flood
hydrology and perform the reservoir routing.

The purpose of this analysis was to evaluate the dam and spill-
way with respect to their surcharge storage and spillway capacity.
Accordingly, it was assumed that the water surface was at the
spillway crest at the start of the flood routing. In addition, the
outlet pipe was assumed closed, as it is normally. The water supply
main, normally open, was neglected for the purposes of this analysis
because its capacity is very small compared to the spillway.

A constant base flow of 2 cfs per square mile was chosen to
represent average conditions in the drainage area and was inputted
into the program for all subareas.

The index PMP (probable maximum precipitation) inputted to
the HEC-I DB program was 19 inches for a 24-hour duration all-season
storm over a 200-square-mile basin, according to HMR 33 (Reference
4). Maximum 6-hour, 12-hour, 24-hour, and 48-hour precipitation
for the actual size of the drainage area (same for 10 square miles
or less) were inputted to the program as percentages of the index
PKF in accordance with HMR 33. A storm reduction coefficient was
then applied internally by the program in order to transpose or
center the storm over the actual total drainage area. Thus, the
corrected 48-hour PMP for the actual total drainage area became
21.6 inches. All rainfall was distributed using the Standard
Project Storm arrangement embedded in the program.
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32.'1 Appendix C-7 summarizes the subarea, loss rate, and unit hydro-
graph data inputted to the program. Only two subareas were used.

Subarea 1 consists of all the drainage area around the reservoir,
and Subarea 2 consists of just the reservoir surface. For the land
in Subarea 1, loss rates were assumed to be 1.0 inch initially and
a constant 0.1 inch per hour thereafter. A Snyder basin coefficient
was assumed for average conditions and a Snyder peaking coefficient
was chosen from the 1976 Upper Hudson and Mohawk River Basins Hydro-
logic Flood Routing Models (Reference 20). A conservative standard
lag time was computed. The program uses the inputted lag time and
Snyder peaking coefficient to solve by iteration for approximate
Clark coefficients which are then used to calculate the runoff
hydrograph.

For the reservoir surface making up Subarea 2, loss rates were
set to zero so that rainfall would equal rainfall excess, or runoff.
Assuming no delay in the rainfall/runoff response, a constant unit
hydrograph for a rainfall duration equal to the HEC-I DB calculation
interval was developed per Appendix C-7 and inputted to the program.

The floods selected for analysis were the PMF (probable maximum
flood) and 1/2 PMF. Floods as ratios of the PMF (e.g., 1/2 PMF)
were taken as ratios of r noff, not of precipitation. Peak inflow
to West Millpond is about 8,320 cfs or 1,698 csm (cfs per square mile)
for the PMF, and about 4,160 cfs (849 csm) for the 1/2 PMF. Peak
outflows are reduced by reservoir routing to about 7,860 cfs (1,604
csm) for the PMF, and about 3,950 cfs (806 csm) for the 1/2 PMF.

5.3 RESERVOIR CAPACITY

Storage capacity data for the reservoir was developed using
USGS contour mapping (see Appendix C-5) and depth information on the
pond (see Appendices G-1 and F3-19). Area measurements inside contour
elevations were obtained from the USGS mapping, a reservoir area of
zero was assumed for the bottom of the pond (EL 825), and the capacity
of the reservoir at various elevations was then computed by hand
using the method of conic sections. The reservoir capacity at the
spillway crest, EL 835, was obtained from data provided by the Owner
(see Appendix F3-26). The computations appear on Appendix C-6.

At the spillway crest, EL 835, the reservoir has a capacity of
about 123 acre-feet. At the top of dam, EL 837.6, the reservoir has
a capacity of about 256 acre-feet. Surcharge storage between the
spillway crest and top of dam amounts to 133 acre-feet, or about
0.5 inches of runoff from the total 4.90-square-mile drainage area.
Therefore, the reservoir has little capacity to attenuate peak
inflow.

82. 5.4 SPILLWAY CAPACITY

The dam has a 56.5-foot-long chute spillway near the center
of the dam. The low point of the top of dam is about 2.6 feet higher
than the spillway crest.
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The discharge capacity for the spillway was computed assuming
critical flow over an ideal broad-crested weir. Reduction in dis-
charge capacity due to abutment contractions was neglected. A hand
tabulation of the spillway discharge computations is presented on
Appendix C-8. With water 2.6 feet over the spillway crest (i.e.,
water level at top of dam) the spillway discharges about 730 cfs.

Total discharge from the dam consists of flow from just the
spillway with the outlet pipe and water supply main assumed closed
as previously discussed in Section 5.2. Flow over the dam for the
overtopping condition was also modeled as an ideal broad-crested
weir. The discharge computations for the dam and spillway were done
directly by the HEC-l DB program using the inputted weir parameters.
A tabulation of the input and hand-computed results appears as Ap-
pendix C-8.

5.5 FLOODS OF RECORD

As noted in Section 2.3d, the flood of record, due to a storm
event in April 1975, was about 2.5 feet over the spillway crest.
Using the spillway capacity data developed in Section 5.4, the cor-
responding flood discharge is estimated to have been about 690 cfs
(141 csm), or only about 9% of the PMF peak outflow predicted.

5.6 OVERTOPPING POTENTIAL

The results of the overtopping analysis using the HEC-! DB
program are summarized in Table 5.1. The overtopping analysis com-
puter input and output for the PMF and 1/2 PMF are included starting
on Appendix C-9.

As noted from Table 5.1, the PMF overtops the dam by 4.8 feet
maximum and 1/2 PMF overtops the dam by 2.7 feet maximum, with dur-
ations of overtopping of 10 hours and 8.7 hours, respectively. Peak
inflows are 8,320 cfs for the PMF and 4,160 cfs for the 1/2 PMF.
Peak outflows are reduced by reservoir routing to 7,860 cfs for the
PMF and to 3,950 cfs for the 1/2 PMF. Time to maximum stage, or the
time from the start of the 48-hour storm to peak outflow, is about
44 hours for both flood events. The peak portions of the inflow and
outflow hydrographs for the PMF and 1/2 PMF are shown by the computer
plots on Appendices on C-15 and C-16. Total project discharge capacity
at the top of dam is due to the spillway (outlet works closed) and
is about 730 cfs, or only about 9% of the PMF peak outflow and about
18% of the 1/2 PMF peak outflow.

537 5.7 EVALUATION

Maximum spillway discharge capacity (outlet works closed) is
only about 9% of the PMF peak outflow. The 1/2 PMF would overtop
the earth embankment and would probably cause failure. It is judged
that failure due to overtopping would significantly increase the
hazard to loss of life downstream from that which would exist just
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TABLE 5.1

WEST MILLPOND DAM

OVERTOPPING ANALYSIS

CONDITIONS Total Drainage Area = 4.90 square miles
Start Routing at Spillway Crest EL 835
Top of Dam EL 837.6
Total Project Discharge Capacity at Top of Dam = 730 cfs +

due to spillway only. All outlets assumed closed.
Some values rounded from computed results.

PMF 1/2 PMF (a)

INFLOW

48-hour Rainfall (inches) 21.6 12.7 (b)

48-hour Rainfall Excess (inches) (c) 17.9 9.0 (d)

(cfs) 8,320 4,160
Peak Inflow

(csm) 1,698 849

OUTFLOW
(cfs) 7,860 3,950

Peak Outflow
(csm) 1,604 806

Time to Peak Outflow (hours) 43.5 43.5

Maximum Storage (acre-feet) 700 418

Max. W.S. Elevation (feet-NGVD) 842.4 840.3

Minimum Freeboard (feet) overtopped overtopped

Maximum Depth over Dam (feet) 4.8 2.7

Duration of Overtopping (hours) 10.0 8.7

(a) One-half of PMF total runoff, including base flow. For PMF base flow = 2 cfs
per square mile = 10 cfs ±.

Qb) Approximation assuming total losses are the same as for the PMF.
(c) Rainfall Excess = Rainfall for the Reservoir Surface. For the rest of the drainage area,

losses are assumed to be 1.0 inch initially and 0.1 inch per hour thereafter.

(d) Equal to one-half of PMF value.
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prior to failure. Therefore, in accordance with Corps of Engineers'
screening criteria for review of spillway adequacy, spillway capacity
is considered "seriously inadequate" and the dam is assessed as
"unsafe, non-emergency".

I
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'3FI  SECTION 6

STRUCTURAL STABILITY

6.1 EVALUATION OF STRUCTURAL STABILITY

a. Visual Observations

The following visual observations, which are described in
detail in Section 3, are indicative of potential long-term stability
problems at West Millpond Dam:

1) Lack of vegetation for erosion protection on the

crest of the dam near the left abutment.

2) Subsidence of the crest of the dam at three locations.

3) Tilting and irregular alignment of the concrete-
faced stone masonry wall which retains the upstream
side of the embankment.

4) Trees and brush growing on the downstream slope and
in the zone adjacent to the downstream toe.

5) Lack of vegetation locally due to trespassing on
the downstream slope.

b. Design and Construction Data

No records of design and construction data for this dam
are available.

c. Operating Records

Various inspections reports by the NYS-DEC (see Appendix
F3) noted that there were trees and brush growing on the embankment,
that the upstream face of the dam was deteriorating, and that these
were unacceptable conditions.

d. Post-Construction Changes

A letter dated September 9, 1913 from the Owner to the N.Y.
State Conservation Commission (see Appendix F3-1) indicates that "a
part of the North wall of the Pond and the front of the Dam was faced
with Concrete so as to stop leaking." Crude sketches of the dam,
appended to inspection reports dated 1917, 1918,and 1919 (see Ap-
pendices F3-3 to F3-16) indicate that changes may have been made to
the spillway structure, but the details of the changes cannot be as-
certained from the sketches.
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53( e. Seismic Stability

This dam is in Seismic Zone 2. According to the Recom-
mended Guidelines (Reference 1), a seismic stability analysis is not
required.

6.2 STABILITY ANALYSIS

A structural stability analysis is not required because there
are no gravity structures at this dam to analyze.
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'4;I SECTION 7

ASSESSMENT AND RECOMMENDATIONS

7.1 ASSESSMENT

a. Safety

Visual inspection of West Millpond Dam revealed the
following deficiencies which affect the safety of the dam:

1) Trees and brush growing on the embankment and in the
zone adjacent to the downstream toe.

2) Subsidence of the crest of the dam at three locations.

3) Tilting and irregular alignment of the concrete-faced
stone masonry wall which retains the upstream side of
the embankment and general deterioration of this wall.

4) Lack of vegetation locally due to trespassing on the
downstream slope.

5) Lack of erosion protection on the crest of the dam
near the left abutment.

Hydrologic and hydraulic analysis indicates that maximum
spillway discharge capacity is only about 9% of the PMF peak outflow.
The 1/2 PMF would overtop the earth embankment and would probably
cause falure. It is judged that failure due to overtopping would
significantly increase the hazard to loss of life downstream from
that which would exist-just prior to failure. Therefore, in accor-
dance with Corps of Engineers' screening criteria for review of
spillway adequacy, spillway capacity is considered "seriously in-
adequate" and the dam is assessed as "unsafe, non-emergency".

b. Adequacy of Information

Available information, together with that gathered during
the visual inspection, is considered adequate for this Phase I In-
spection.

C. Need for Additional Investigations

The following detailed engineering investigations should be
performed by a registered professional engineer qualified by training
and experience in the design of dams:
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)4EI  1) Perform a detailed hydrologic and hydraulic analysis
to better assess spillway adequacy. This should
include a more accurate determination of the site
specific characteristics of the.watershed.

2) Investigate the causes of subsidence of the crest of
the dam at various locations.

3) Investigate the causes of tilting and poor alignment
of the concrete-faced stone masonry wall which retains
the upstream side of the embankment.

d. Urgency

As recommended below in Section 7.2a, a program to visually
inspect the dam at least once a month should be instituted immediately.
As recommended below in Section 7.2b, development of a surveillance
program and an emergency action plan should be completed within 3
months after receipt of this Phase I Inspection Report by the Owner.

IT-e-the action plan is being developed, and within 3 months after
receipt of this report by the Owner, the investigations recommended
above in Section 7.1c should be started.

Any remedial work deemed necessary as a result of these
investigations should be completed within 18 months after receipt
of this report by the Owner.

Measures recommended below in Section 7.2c should be
completed within 12 months after receipt of this report by the
Owner.

7.2 RECOMMENDED MEASURES

The following work should be performed by the Owner. Where
engineering assistance is indicated, the Owner should engage a
registered professional engineer qualified by training and exper-
ience in the design of dams. Assistance by such an engineer may
also be useful for some of the other work.

a. Complete Immediately

Institute a program to visually inspect - not just casually
look at - the dam and its appurtenances at lease once a month.

64. b. Complete Within 3 Months

Develop a surveillance program for use during and immed-
iately after heavy rainfall or snowmelt, and also an emergency action
plan outlining action to be taken to minimize the downstream effects
of an emergency, together with an effective warning system.
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I
c. Complete Within 12 Months

1) Remove trees and brush and their root systems from
the embankment and from a zone 25 feet wide next to
the downstream toe in accordancb with specifications
and field observation of the work by an engineer.
Backfilling the zones where stumps and roots have
been removed should be done with proper material
and procedures. Continue to keep these same areas
clear by cutting, mowing, and cleanup at least
annually.

2) Control trespassing on the embankment. A foot path
on the downstream slope is bare of vegetation and
eroded.

3) Provide erosion protection for the embankment in
accordance with recommendations made by an engineer.
There is a lack of erosion protection on the crest
of the dam near the left abutment.

4) Repair the deteriorated concrete and stone masonry
of the dam.

5) Dewater and inspect the outlet pipe gate and make
repairs necessary to stop leakage and correct any
other problems found.

6) Develop and implement effective routine operation
and maintenance procedures for the dam and its
appurtenances. The outlet pipe gate and the water
supply main valve should be exercised regularly.

7) Institute a program of comprehensive technical in-
spection of the dam and its appurtenances by an en-
gineer on a periodic basis of at least once every two
years.

d. Complete Within 18 Months

The following remedial work should be completed by the
Owner. A qualified, registered professional engineer should design
and observe the construction of the remedial work.

65 1) Appropriate modifications as a result of the detailed
hydrologic and hydraulic analysis.

2) Appropriate modifications as a result of investigating
the causes of subsidence of the crest of the dam at
various locations.

3) Appropriate modifications as a result of investigating
the causes of tilting and poor alignment of the con-
crete-faced stone masonry wall which retains the up-
stream side of the embankment.
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II

A-2A Upstream face of dam viewed From right bank of reservoir.
Concrete-faced wall at upstream side of embankment is
considerably cracked, spalled, and displaced - 6/3/81

-. '- - Gate House

A-2B Left bank of reservoir looking toward dam. Gate house in
right part of photo - 6/3/81

- A-2
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A-3A Apparent erosion or lost ground on downstream side or uosf 0n
retaining wallI next to right si-e oF spillway 6 63, 81

A-3B Apparent subsidence of about 8 inches next to retnininq ,, Ia
on upstream side of embankment close to left end of spilIlwav.
6/3/81

A-3
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A-4A Top of dam viewed from right side of gate house. Concrete-raced
masonry retaining wall is on upstream side of crest and old
foundation well is dowstream of crest - 6/3/81

A-4B Footpath eroded into downstream slope about 20 reet to left

of spillway - 6/3/81
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II

A-5A Downstream face of spIliway and dam at left side of downstream
channel - 6/3/81

A-5B Tree stumps and underlying open stone masonry next to left

end of spillway - 6/3/81
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A-6A Upstream view of dam from right bank of reservoir. Gate house,
spillway, and left portion of dam are from right to left in photo.
6/3/81

A-6B Spillway crest and gate house viewed From left side of spillway.
6/3/81
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A-7A Downstream slope of embankment to left of spillway -6/3/81

A-7B3 Left training wall contact with spillway bottom. Note crosiofl
of concrete at base of training wall and deterioritec ondition
of upstream retaining wall of dam - 6/3/81

-i A-7



A-8A Spillway viewed from downstream. Gate house is at top center and

end of outlet pipe is at left of photo - 6/3/81

A-8B Rising-stem aloor stand with hand-

wheel in gate house for water supply
main. Lever control for outlet pipe

is to left of Floor stand and beyond
Sright side of Photo - 6 3 "81
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A-9A Downstream end of outlet pipe - 6/3/81

A-9B Inside of outlet pipe looking upstream - 6/3/81
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A-IOA Dam viewed from upstream - 6/3/81

A- 101 Downstream channel viewed From center of spiIliway. Bui Iding

spans channel immediately downstream of spillway. Note logs
and debris in channel - 6/3/8 1
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PHA S I

VISUAL INSPECT [ON CHECKLIST

i . BASIC DATA

a. General

Name of Dam /e lllpon DA\

Fed. I.D.# NYwwOIo6 DEC Dam No. I7 D -

River Basin __OH _ _K

Location: -Tovow I\Ty GLOvrSV1LLECounty FuL:ToJ

Stream Name - -EC.,o R_

Tributary of CAy&D U-TFp\ CF EK

Latitude (N) 1 - ,o' Longitude (W) 740 -?.1L9

Type of Dam EA9-H

Hazard Classification rI.IGjq

Date(s) of Inspection Jiime -3 /17/
Weather Conditions OVERCI T +WAApA

Reservoir Level at Time of Inspection EL !5E-.9 -

b. Inspection Personnel (*Recorder) -rHotAAAS iy-INEt>vA - CI.-rA4

(,1't,\ JP(R.Ot.LC C. NRS J48FEL'\p - Q-,E_

C. Persons Contacted (Including Title, Address & Phone No.)

CAAs C'?\/ RCAEW _ zl4-. ,o'VEL AQUA, INC f? o.e0.O( 7SS

Mi W..OoIDSti t2\V_ "CZ,_ LDVEt_5V/ILLFI M ho7e (515~) 7?ts- 9,5(

-- tAA1u.N SR. ,, (SAM,- S o I fSovg)

1'1. 1913

d. History I7- 19,9
Date Constructed \270t Date(s) Reconstructed 19vocs

Designer WJf.)OJWI

-Constructed By UlNk'N.,J/ .Fog DANIEL /'vS CO,} L&A7H. ['TAVN-&.y

Owner oVCL. AQtJA INc PO. 753 I 1/1 OODMIDE IRYE

IGLOw-ftSV1LL 7.c79 ATTJ: CHgjS (4IAPPA C Y(5'iY/zk-7'Z I



156b Name of Damn les-t l/llponJ DA Date J(, C 3.-, /9' 2

g 2. EMBANKHII;NT

a. Characteristics

GEl 1) Embankment Material U'- '0-W -

I
GEl 2) Cutoff Type _ _ _ ___ _ _I
GEl 3) Impervious Core___ __ _ ___ __

GEl 4) Internal Drainage System _ _0__ OU____

GEl 5) Miscellaneous /o c14e w Is

GEl b. Crest

GEl 1) Vertical Alignment /Iffe1 ul a deLresslak aboat oie
7,VO! deeQ , ak 4r. *1 f (

GEL 2) Horizontal Alignment co.kcree- fared rfl"eSirq ll 4fi'A

oaf ou ( aiQammet I'm eVeav locafio-Is.

GEl 3) Lateral Movement §ee (2), aave.

GEL 4) Surface Cracks Alne obeerve1

GEl 5) Miscellaneous Al/0 C medS

GEL c. Upstream Slope

GEL 1) Slope (Estimate H:V) Ver-tcl
GEl 2) Undesirable Growth or Debris, Animal Burrows

. Alone db.erved-
GEl 3) Sloughing, Subsidence or Depressions

A/o! af p/, c-ah1e

B-2



zLiO £ ame ol Dam. Vle51 IVI!4.2PJ LArC -Date J-uWie 3LI'fd 3

GEl 4) Slope Protection Cvokcre- foced Slkme-wasokiry

Joai
GEl 5) Surface Cracks or Movement at Toe M/Y visible-

b'eoeoI re eivo-r sua ace.

GEI d. Down'stream Slope

GEI 1) Slope (Estimate - H:V)Variab/e ;/.5/H.'/V 4o 3/./V

GEI 2) Undesirable Growth or Debris, Animal Burrows 7-TreeS

bru5Ai, asd s7uwas o, downl/reao slope

GEl 3) Sloughing, Subsidence or Depressions z-_ ____

bare ol vefe/atioi near lek eod a

GEl 4) Surface Cracks or Movement at Toe /Ivke 0h e-irLo

GEl 5) Seepage .Ie# 4g ao & faebo abave
fa;lwaer elevaTnrV near rl/l l eiid o

* Si/lway.

GEl 6) External Drainage System (Ditches, Trenches, Blanket)

Aome observed

GEl 7) Condition Around Outlet Structure _/1/VOy//Cahfe

GEL 8) Seepage Beyond Toe A/Oike a6Ser. d.e

GEL e. Abutments - Embankment Contact

B-3



4586 Name of Dam IlVeS T I7//,lp gL t~ rDA ateJunp3 XiJ, 4

GEl 1). Erosion at Contact_ _Vkile ab5evved

GEI 2) Seepage Along Contact /VOn e ,oserved

3. DRAINAGE SYSTEM

GEL a. Description of System /0e 0berv

GEl b. Condition of System NOk i/ 'cab/e

.GEI c. Discharge from Drainage System Ai __ ___

4. INSTRUMENTATION (Monmetation/Surveys, Observation Wells,
GEL Weirs.T.iometers, Etc.)

Nome_ ,sr ,ed

5. RESERVOIR

GEL a. Slopes F/it sopes, /1/0 4,a rejM sq
prob/emS. _______._____

GEL b. Sedimentation bake M i/ 1e4dme-t
a-4( thecovrnij a swawp~

GEL c. Unusual Conditions Which Affect Dam /trI4e 45erveLO

B-4



Namec ot Dam IAJ Kjijl1p Dd~LJateaf 3,uj- "0~ 5

6. AREA DOWNJSTREAM OF DAM

a. Downstream Hazard (No. of Home s, Highways, etc.) 0'1I- JLJ
IfMCA~rL'/ t'/S ON L.-FT 4 O1EF CMVA/s)L S'O' TAPAREt4' eLaGS 3deI S, 1)N TCi

CssZ"ve '+ 4oo' rI-s s-v~" /1ov- r.'J .5rM7 5A.-Je SLN-o 015 .TO-N 5-rt

GEL b. Seepage, Growth lr-ees qrowir,1q oo rj'C41tbpi-,k of'

doCj001sba~-i~ C~,anmie/
GEL c. Evidence of Movement Beyond Toe of Dram/0Al-e ah5eyved_

d. Condition of Downstream Channel i-(V 'I ? mil &G0"
LE1~T &t-K 30t 01.5 IILL e6LC C -J4'13 IJ7O c J'yN,-L . ~c'P'$ CIN.6~ c-OAIrAzIc.eP

103Y~' Ov'P C-e OoL Z' :,/,5 t : ule:?74- 4A~ 7- A if)C-'
C4-A4 l VCP../ ("' Ahdt' L4iss) CY! VJ VrC I ALS AT 6A4(S.

7. SPILLWAY(S)_(Including Discharge Channel)

a. General IVc~i- P-l~rvCP0 0.uY S//LC.'A 'MCA.TAZ

0\15- OLI STOW,- flLLCJD C..Lfs SECTjoA) 7 s L'4v6>

Wo ,6kuT .4C7 -r C43'u r pgoe5 OTTO, wo~

Cfugir ILAs ~ HictH coAjwCAr-Tt regAl~ApG Ck'ALLS.

b. Conditon of Service Spillway - OV6Z-A-.L Goal> CONDoMTp

cN-k~ c-vN sc,,-r1Q'j VJo/A/-s GooD.

tA1AIA/(j4 (-LAC.S FV"-kz-Hi' OF w~.- /<r LocA710M

Or C-? J (2'Z: ',7 U/$ ('AT' Z AI$r SM S'P-

eudto of Atimliry Sp~illway______________

_S MINOA. Ce AQ<SX Fu-L WEItZHT COr (!ALJ- 'L AT £..LA.nog'

c. WE*, or r1"CS EM1-42IEV 
JiJ WA.LL

* B- 5



4599 Name of Dan_W/e67'Alw l* J2 ifrK DateJuoe_3,1976 6

d. Coition of Discharge Channel C..r o> r !qCjT5-~t

cP5 WcJT CHtiA/Z $CP/ t-o~ oF 5floNI: W-ALL AT P/3S &JiO

IIGKT1 Slr OsJf Ve~bS I"J 5rAMV CHArNI)JFL AT _STO UTh.

8.. RESERVOlIR DRAIN/oU'rLET

a. Type: Pipe_____ Conduit Other _______

b. Material: Concrete ____Metal j Other __Ac__

C. Size: ___________Length_____________

d. Invert Elevations: Entrance Exit K tr

e. Physical Condition (Describe)

Unobservable ______________________

1) Material .Qo" rl, r-'t.1t&rjH5
2):6,'C_ Joints(_ 6o-6 V,,.J3 rL,7 oX dAliAff1
2)___Joints_____-Alignment ,;'&...,c~ri

3) Structural Integrity/;~&

4) Hydraulic Capability FiF c'-'o' 'j t~ rA(L LNTr_

TPOGtLEMS. CAJ' k-,. ()A§ 15N hMo'V6A MAY Nor ocy ut1-

f. Means of Control: Gate./ Valve Uncontrolled

Operation: Operable Inoperable __Other ____

Present Condition (Describe) Ftx //A7YS YA.jootpt-AJ 4,EvC
%,j Srj ",o1t. CN> THAT iS ArrA~hcb -ro GiikrE. LIH1 LC4tA.. Ir

g. Other Outlets (water mains, diversion pipes) "T'~

tAi'lJ FoL- rotE6s W,&T1- Tro OW'.MJ68A ?L4.JT - IVOR.MAL[.. pfeE.J FuL.L

le' r,5,JG 51r:IV FL-OOv 51AND W./ ko4/frC IV 64A77. Iff ; RV5'rc 8UT

C-PaIASLE * VJ6"4 Lu 2.'uc~rro (19"' _^ IP is IsMbC OLt~ S I Dik .Lic g Ar

DA~tAs r-r). e"'-4 E A-r ofs 6HPNc ATPAo Aa.So .tTxcus Troys -,c

B-6



0920 Name *of Dam Vet 47I on DM Dae-n -N

9. STRUCTU[-1AL t213 SrONF MA5O&*Y GO'-1 CONDI,1o Fx fP/L4WAr See 7 b.,U/
WA~LL Or? L-A C5cAJC-D bZLDW..J

a. Concrete Surfaces v,1 cjCprrC 4CApqt>_ 6-rpNr,jA5ey klLAJ!

c4 CovC 4e!CT rA F'fE,- -A 4 LL - EAL)it -, r-.kL./rA IA) S-z

ALL ALO~tJC UIS ;Arf.~o~CA ~&ACL INEJ 4- ON Tr~f

b. Structural Cracking Cc$ IN c-ojvc 4-Cfpjsr-

MoN ~

C. Movement - Horizontal & Vertical Aligninent(SettlementL)

GEL d. Junctions with Abutments or Emnbankments l'ootY com-di/ioii

GEL e. Drains - Foundation, Joint, Face /OMie O/";nevY

OF CHIJKrT 17o or LPLg' OFuS ( (f 0P T u'7c

/,JOT K"4O'wjp

f. Water Passages, Conduits, Sluices s~ ~~'4

pv-L-I F1116CrrP. CCEr7 CAP ~ 51c6 ro/Jvf7t±

GEL g. Seepage or Leakage /lie obseniled

B-7



0798 Name of Dam fes MI20) 2A- Date11e 8

h. Joints - Construction, etc. povte Goo SCT'r-C cocl~C-rr

r~ N 570AC VA:SvA1A' - LA" &E S~c~vj5 OF4N&ig 1v11XS,

GEI i. Foundation Sao-d qy'rav&l ct-wd jott6&ders cOveru&A W~i

dowris/rea-i chakime1 tied? A0 VIfway

GEl j . Abutments mt seach-om belwSec7'idkl //Weei

4aw( ahaoi/mis
k . Control Gates NOIW

1. Approach & Outlet Channels r~v~Q ~ ~ ~ i
5toPCS UPvF 1-o -'SILL.'AY' 4 ~r (.~i-A', ~,. ~s.

LZT'.e Pit6.S /Z ' . !' t ,v -A, 'jr o, c..'AiNo ,rE eu5

M. Energy Dissipators (Plunge. Pool, etc.) 3,,J~~

n. Intake Structures A oT 8: rOPJCk &--

o. Stability _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _

p. Miscellan eous _______________ _______

B-8



8876 Name of Dain WeSt Mill ____DAM_ Dat_____!3

10. AllPURT ENANT STRIJCTUK ES (Power liouqu, Lock, Gatehouse, Service

a. Decripto'n:Bridge, Other)

a. esc ipt o: E ___ ___ ___ ___ ___ __:__!7r___u___ __ :r_

OVEL CaHcit~Wrur' OUW'Tlot-J. -CCA4&?Izo

S7("iS )'04 EGA7r -ON 7IM-'V 1, 0 JP

irs L~AJC~~r6 OL/AJPATION.,

b. Condition: ___________________________

I' -Pr LOC4<Ev. ~t~ o(~P

AT Vj-r-W5

11. MISCELLANEOUS MECHANICAL/ELECTRICAL EQU IPMENT

a. Description: LK7 7- PUM?~e ?F 125~~ Cl--m I/MC.Ai.
E F6. TAK - -5 jCMIALc C&,~ i't

TrO PLANT (, POLY S 0 P

b. Condition: _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _

12. OTHER

( * B-9
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l 4595
PHASE I INSPECTION

HYDROLOGIC AND HYDRAULIC
ENGINEERING DATA CHECKLIST

Name of Dam WEST (l/ALPot.J b A,\ Fed. Id.#_/Y0Ioro

1. AREA-CAPACITY DATA

Elevation Surface Area Storage Capacity
(ft.) (acres) (acre-ft.)

a. Top of Dam 1267.(b S .7 EST. _ _ _G

b. Design High Water
(Max. Design Pool) Ul tJOt4

c. Auxiliary Spillway

Crest /N______________

d. Pool Level with
Flashboards _ _ __ _

e. Seree Spillway
Crest _ _ _ _ -__ ___ ___

2. DISCHARGES

Volume
(cfs)

PPF L.kKACE I-
a. Average Daily WAs -0.

b. Spillway @ Top of Dam 730

c. Spillway @ Design High Water U t4KNOWN

d. Service Spillway @ Auxiliary Spillway
Crest Elevation N!A.

e . Low Level O utle t P p AIL 
___S_,__

(cee-b vPC wr -rFE ___Q__z__

f. Total (of all facilities)@ Top of Damo 730

g. Maximum Known Flood 690 t

h. At Time of Inspection V,.0 L &" or avl&T pip I Gkr,

akrrTET Pipe:) I0J#M..MjJ C4.OSEV.

C-1



4596

3. TOP OF DAM

Elevation 8S7" (Loi JN )

a. Type EAR-TH

b. Width /0 . o zro Length 19' (QNL .4Nc. 5F1IL.WA,)

c. Spillover CHUTE PLLA%/

d, Location C-tJT1., oF Dk,A

4. SPILLWAY

SERVICE AUXILIARY

a *35 Elevation__ _ _

b. .4 -rF Type

C* Width

Type of Control

d. -/ Uncontrolled

Controlled:
e. Type

(Flashboards; gate)
f. Number

g. Size/Length

h. C O N C(A.r TE Invert Material

Anticipated Length
i. _of Operating Service

j. Z'0 Chute Length

k. . Height Between Spillway Crest
suopg,$ up ro w# & Approach Channel Invert

(Weir Flow)

1, ILI Other

C-2
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S. OUTLET STRUCTURES/EMERGENCY DRAWDOWN FACILITIES

a. Type: Gate Sluice Conduit , Penstock

b. Shape ,rT A OON ,J1 G4,f_ oL 01$.

c. Size 1.7 " Ir-.T'_- 30 -t

d. Elevations: Entrance Invert F-. EST.

Exit Invert q.t- (FIELD ffiVkfiAe6NJT7
F'eet FtELLt> PAEASUPLEMENT%.

e. Tailrace Channel: Elevation ek±*t (D!5 ,L pi Tor c

6. FLOOD WATER CONTROL SYSTEM

a. Warning System N0A;.

b. Method of Controled Releases (mechanisms) ('0 VALVE oN wrt-

-SUJPPLY t^AkN ~-~ oN Ou-LCT PujLr CAJe OP~eA~TEt0

7. CLIMATOLOGICAL GAGES -, _ ERENC-ES ?t4+Z-Z-

a. Type ?oI-igriOtJ + -uktATu-E -kG& IMD

b. Location GL0V E-GVRtLL- r- O ,\' tf, ir ' 1

c. Period of Record I %9 7o Pa-C--rmT

d. Maximum Reading ')NKNOWN Date

8. STREAM GAGES ,-CNXsC t1-7 5

a. Type v- TEF - P~ ~ USC:S GNr:FI 015t90

b. Location E!T -T C _. CJ-FiEr oE. o.

LI-T t+iS ok ,o Lo Gft4 1Of

c. Period of Record _ -k% To 9 M. '1?

d. Maximum Reading 15!,oo J5 .7,.Date tAA c4 t4, 1177

9e OTHER

C-3
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6169

10. DRAINAGE BASIN CHARACTERISTICS

a. Drainage Area 1,1 sIVGP. MIUE5 ( 4x' f-S)

b. Land Use - Type c"9fT 4, 5otAE. I

C. Terrain - Relief -,Cf_S of Sa 01IS% , 5a, N ,\ Fo"!>

d. Surface - Soil LAC,- -1ILL-

e. Runoff Potential (existing or planned extensive alterations
to existing surface or subsurface conditions)

f. Potential Sedimentation Problem Areas (natural or man-made;
present or future)

PsO> I-S (ILi.. uP ' '! 5ti ir-T 06 ffND 1F1rkV

g. Potential Backwater Problem Areas for Levels at Maximum
Storage Capacity (including surcharge storage)

h. Dikes - Floodwalls (overflow & non-overflow) - Low Reaches
Along the Reservoir perimeter

Location L'ir7, SD Lrf5T i P1L /ojp_0 oo1'E £Tq4 Co9C Tr

Elevation , 8e,9 o p H i> 16_,

i. Reservoir
13PI"AWAY Ltf~Sfr

Length @ Maimum Design Pool 7-OO± (feet)

I Length of Shoreline (@ Seo-*-ee Spillway Crest) 67oo (feet)

i C-4
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C. Tr. MA6L.E A,9300CIJATEM, I=. C. JO LWST (ILLRNb tLAJA

3010 TRDY ROAD, SCENECETADY. N.Y. 1230! SHEET NO.___________ OF

(318) 703-0976 CALCULATED By d L-V DATE
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'41  WEST MILLPOND DAM, NY 01060

PHASE I INSPECTION REPORT

REFERENCES

This is a general list of references pertinent to dam safety
investigations. Not all references listed have necessarily been
used in this specific report.

I. "Engineering and Design, National Program For Inspection of
Non-Federal Dams", ER 1110-2-106, Dept. of the Army, Office
of the Chief of Engineers, 26 September 1979, with Change I
of 24 March 1980. Included as Appendix D of the ER is
"Recommended Guidelines For Safety Inspection of Dams".

2. "HEC-I Flood Hydrograph Package, Users Manual", The Hydro-
logic Engineering Center, U.S. Army Corps of Engineers,
January 1973.

3. "Flood Hydrograph Package (HEC-I), Users Manual for Dam
Safety Investigations", The Hydrologic Engineering Center,
U.S. Army Corps of Engineers, September 1978.

4. HMR 33, "Seasonal Variations of Probable Maximum Precipitation,
East of the 105th Meridian for Areas 10 to 1000 Square Miles
and Durations from 6 to 48 Hours," U.S. Dept. of Commerce,
NOAA, National Weather Service, 1956.

5. HMR 51, "All-Season Probable Maximum Precipitation, U.S. East
of 105th Meridian for Areas from 1000 to 20,000 Square Miles
and Durations from 6 to 72 Hours", U.S. Dept. of Commerce,
NOAA, National Weather Service, 1974.

6. HYDRO-35, "Five-to-60 Minute Precipitation Frequency for the
Eastern and Central United States", U.S. Dept. of Commerce,
NOAA, National Weather Service, June 1977.

7. "Technical Paper No. 40, Rainfall Frequency Atlas of the

United States , U.S. Dept. of Commerce, Weather Bureau,
1961.

8. Design of Small Dams, United States Dept. of the Interior,
Bureau of Reclamation, Second Edition, 1973, Revised Reprint,
1977.

9. King, Horace W. and Brater, Ernest F., Handbook of
Hydraulics, fifth edition, McGraw-Hill Book Co., Inc.,
New York, N. Y., 1963.

10. "Flood Hydrograph Analyses and Computations", EM 1110-2-
1405, U.S. Army Corps of Engineers, 31 August 1959.
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11. "Technical Release No. 55, Urban Hydrology for Small Water-
sheds", U.S. Dept. of Agriculture, Soil Conservation
Service (Engineering Division), January 1975.

12. National Engineering Handbook, Section 4, Hydrology, U. S.
Dept. of Agriculture, Soil Conservation Service, August 1972.

13. "Hydraulic Design of Spillways", EM 1110-2-1603, U.S. Army
Corps of Engineers, 31 March 1965, with Change I included.

14. "Standard Project Flood Determinations", EM 1110-2-1411,
U.S. Army Corps of Engineers, 26 March 1952.

15. "Hydrologic and Hydraulic Assessment", Appendix D of EC 1110-
2-188, U.S. Army Corps of Engineers, 30 December 1977.

16. "Reviews of Spillway Adequacy, National Program of Inspection
of Non-Federal Dams', ETL 1110-2-234, U.S. Army Corps of
Engineers, 10 May 1978.

17. Hammer, Mark J., Water and Waste-Water Technology, John
Wiley & Sons, Inc., New York, 1975.

18. "Hydraulic Charts For the Selection of Highway Culverts",
Hydraulic Engineering Circular No. 5, U.S. Department of
Commerce, Bureau of Public Roads, December 1965.

19. "Guide for Making a Condition Survey of Concrete in Service",
American Concrete Institute (ACI) Journal, Proceedings Vol.
65, No. 11, November 1968, pages 905-918.

20. "Upper Hudson & Mohawk River Basins, Hydrologic Flood Routing
Models", New York District, Corps of Engineers, October 1976.

21. "Climatological Data, Annual Summary, New York, 1979",
Volume 91, No. 13, National Oceanic and Atmospheric Admin-
istration, Asheville, North Carolina.

22. "Climatological Data, New York, September 1980", Volume 92,
No. 9, National Oceanic and Atmospheric Administration,
Asheville, North Carolina.

23. "Water Resources Data For New York, Water Year 1979",
Volume 1, USGS Water-Data Report NY-79-1, U.S. Geological
Survey, Albany, New York, 1980.

24. "Maximum Known Stages and Discharges of New York Streams
Through 1973", Bulletin 72, U.S. Geological Survey, 1976.

646 25. "Characteristics of New York Lakes (Gazetteer)", Bulletin
68, U.S. Geological Survey and NYS Department of Environ-
mental Conservation, 1970.
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26. "Geologic Map of New York", Hudson-Mohawk Sheet, New York
State Museum and Science Service, University of the State of
N.Y., State Education Dept., Albany, N.Y., reprinted 1973.

27. "Landforms and Bedrock Geology of New York State", New York
State Museum and Science Service, University of the State of
N.Y., State Education Dept., Albany, N.Y., reprinted 1973.

28. Brigham, A.P., "Glacial Geology and Geographic Conditions
of the Lower Mohawk Valley: A Survey of Amsterdam, Fonda,
Gloversville, and Broadalbin Quadrangles", Bulletin of the
New York State Geological Survey, 1929.
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54 APPENDIX F

SECTION Fl

LOCATION OF AVAILABLE ENGINEERING DATA AND RECORDS

1. Owner: Rovel Aqua, Inc.
P.O. Box 753
Ill Woodside Avenue
Gloversville, NY 12078

Attn: Chris Chiappa, Chief Engineer
(518) 725-8691

Available: Correspondence, general data, and
map of pond.

2. Designer: Unknown.

3. Construction Contractor: Unknown.

4. Agency: NYS Department of Environmental Conservation
50 Wolf Road
Albany, NY 12233
Attn: George Koch, P.E., Chief, Dam Safety Section

(518) 457-5557

Available: Inspection reports, photo, letters.

NYS Department of Environmental Conservation
Division of Fish & Wildlife
50 Wolf Road
Albany, NY 12233
Attn: Patrick Festa, Supervising Aquatic Biologist

(518) 457-6937

Available: Data on the pond.

F1
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45 PHASE I INSPECTION

9 CHECKLIST FOR GENERAL ENGINEERING DATA

& INTERVIEW WITH DAM OWNERI
Name of Dam WEST MiLLPOt4D [>ANE , Fed. Id.# NY otO6

Date , Interviewer(s) 7T w Z_ IA.

Dam Owner/Representative(s) Interviewed, Title & Phone#

1. OWNERSHIP (name, title, address & phone #)

Ny 17.o7e A,'N- C-I:5I C-itpPA. (46FENC.:4., C'15) 7S-2 91
(vay r-- c- QN-c- IS A. S)SmvA'..y_ O LEE tYINC C-O. O N. CA.DI 10 4)

2. OPERATOR (name, title, address & phone # of person responsible
for day-to-day operation)

,\c~4AA_~, .~MA ALLAt. S .S oP, Atq wI OR DYEc o. O iJ. LNZo4NA,

a. Operator Full/Part time ..PA- ThCAE-

3. PURPOSE OF DAM

a. Past Pc(.£ S OPFo V'yejN(: 0? P Ano10Q -ThPjEo

VVE To ALGAE ?"BL N\ IN por-oD

b. Present '.NJA[Eg. ST -o(C-E o, u_ W( AMR t:,LLr-'tib,,

Eoauii0 *AEWJT (SCLk,~e a kIR C-WIIONIOG( gGuiPA-cN1 r

4. DESIGN DATA

a. Designed When 70

b. By (name, address, phone #, business status)

VJ/No/w P o/L. DAN/EL HAY' comAN/

C. Geology Reports NCtNC' A .j.

d. Subsurface Investigations ,0..o6 AkWV/0.,.

e. Design Reports/Computations (H&H, stability, seepage)

Sotd A'voL./

F2-1



4591

f. Design Drawings (plans, sections, details)

N'o tie KNokJA/.

g. Design Specifications No0'/e ,NOw^/.

h. Other D^.I/G oF' _..... (E AiOPgtvDIX -1)

~-SK~7c-tY :=P /OAjt (Sie AfVni/x- F.3/9)

5. CONSTRUCTION HISTORY

a. Initial Construction

1) Completed When 170_ _

2) By (name, address, phone #, business status)

UNK1Jo.AW. FoP DANIEl dAYS C-o, -JNr4 )

3) Borrow Sources/Material Tests NorJE 9<0owd-

4) Construction Reports/Photos NOr4E K,JOVAj,

5) Diversion Scheme/Construction Sequence No% KJIEbWJN.

6) Construction Problems NoAJe KojO..

7) As-Built Drawings (plans, sections, details)

r4oNE KNowN,

8) Data on Electrical & Mechanical Equipment Affecting
Safe Operation of Dam Not.Kjp jtJ j,.

9) Other, OIL

F2-2



t

4576

b. Modifications (review design data & initial construction( items as applicable & describe)

" o ° "PIsLn.AYw -YTioN PAVaD .- I' ".AsT /E.oiJ SuPPY vAI,J

WAJ5 INS- C.1.t -NSIOC o'.-AU S/' 5UJLJ1 FQOA& DNV\

c. Repairs & Maintenance (review design data & initial con-
struction items as applicable & describe)

157Z.- r--.D C.. ,k' OW Z,7" ouTLE 7 'PIF-r. ALSO 01C)

, .oQ c.e'77, ,, NG -To 'SPILLWAY TKAIH JING JA. %

+ WtA-L.- o LEFT OF SPILLWAy. bo 7Y A

t-oCAL. MASON THomA 5 rAA)ALL, No LoNGe&,

Ige c~?Ajv PoNT> FotZL AI-C A &1j~L ~LL.~o S/L7r

6. OPERATION RECORD No-r 1 c-AJS7 SP/I..LkAY,

a. Past Inspections (dates, by, authority, results)

(SE- APM~EFJJc-E6 1=,-I -ro r1-/, q- pHoT3 otJ F.3-11)

J-Y V7 I)11 61 cjk. Frc CV.J. (SEE LeT'm A.1Ff-l~j b)
-se. 19 OTH(.e-

b. Performance Observations (seepage, erosion, settlement,
post-construction surveys, instrumentation & monitoring
records) tomg AMow'r, C, , Q ,oTCS I-AkE HALLO&. ,

$4tJ fH9AN fIN PASIrN '-rtlA4Cr IHEPE lS5 ALL.yS opLA) wA7A.

tLrE ICE~ + 5 P ILLQA'Y

C. Post-Construction Engineering Studies/Reports

_ /Or-cr i<owly.

do. Routine Rainfall, Reservoir Levels & Discharges

NVOA/e- KNOL4.JAI,

F2-3



4564
e. Past Floods That Threatened Safety (when, cause,I •discharge, max. pool elevation, any damage)

APPAL 17 ; IGHEST WATGR ~ LII5L I E4 LoW L~ON(.ACTC

f. Previous Failures (when, cause, describe)

g. Earthquake History (seismic activity in vicinity of dam)

,f4C L<(,JWA1,

7. VALIDITY OF DESIGN, CONSTRUCTION & OPERATION RECORDS (note any
apparent inconsistencies)

LIM/7-r> DAIrA A'VALlt

8. OPERATION & MAINTENANCE PROCEDURES

a. Operation Procedures in writing? _4o Obtain copy or des-
cribe. (reservoir regulation plan, normal pool elevation
and status of operating facilities, who operates & means
of communication to controller, mode of operating facili-
ties, i.e., manual, automatic, remote)

* No \LASHG3OAWS ) OuvLe -r (-.ATE NOPt.J Lvy'/ C..-o5 D AS AAVc-H
6 OStob&E.- w.ATE/Z. Lv VC- A/c/iAI4L A7 S?/,L YG'S

* FyCZ.cISE, (G/,%TC OJC/yEAp "-r oPEN~ Pc>, ~
016"vaW-.r VJoT._XM-LY rt-aLnfp__j -rTn Pt-ANT7 GV-r 9/VA.LVE OJ

,D api Ow.'9 %/,f afe:, y ''P5NGsomE rlrLo%\. or-F -r0 cAJeEK

* AT5e ON ou1L".ef PIPE CSTIMAr'E -1-o LEAK A.":r T%-oo Pt,

b. Maintenance Procedures in writing? NO Obtain copy or
describe.
a cLrr" e-vsH /eAttLv (sNCe 17-7)

EyeACIS 6Xr6_- VALV Y>A'<LU'

0 QPUATo P VIS ITS DA(N\ _5 fVE &AL 71 EZ. ~cA ,<

--- P2-4



1 2425

c. Emergency Action Plan & Warning System in Writing?_____
Obtain copy or describe. (actions to be taken to-
minimize the D/S effects of an emergency)________

IaOfJL--y, -r-0NC75 bUII 127 - 0 oAA'e ol7CE

9. OTHER

F2-5



34" APPENDIX F

SECTION F3

COPIES OF ENGINEERING DATA AND RECORDS

TABLE OF CONTENTS

Page

Letter to NYS Conservation Commission Concerning Dam
Modifications, by Daniel Hays Company -
September 9, 1913. F3-1

Inspection Report, by NYS Conservation Commission
(by E. Knauss) - August, 1917. F3-2

Inspection Report, by NYS Conservation Commission
(by E. Knauss) - September, 1917. F3-6

Inspection Report, by NYS Conservation Commission
(by G.H. Marten) - September 10, 1918. F3-10

Inspection Report, by NYS Conservation Commission
(by E. Christman) - May 19, 1919. F3-14

Photo of Spillway from Downstream - May 19, 1919. F3-18

Data on West Millpond, by NYS Bureau of Fish and
Wildlife - 1955. F3-19

Inspection Report, by NYS-DEC - September 18, 1970. F3-20

Letter to Rovel Aqua, Inc., Concerning Inspection of Dam
for Owner, by C. R. Ackerbauer, P.E. - July 17, 1979. F3-23

Letter to Rovel Aqua, Inc., Concerning Inspection of Dam,
by NYS-DEC (K.D. Harmer) - July 18, 1979. F3-24

Inspection Report by NYS-DEC - May 6, 1980. F3-25

General Data on Dam from Owner. F3-26
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DAMiEL HAYS. Pusm E*WW 8 LEWIS A. TATE. Voe.Pftaeg and Twmme

iJ A. IWO1YS COMPANY

SE I .ny~RERS OF_- _ :~iI
0LMOT BUCK CLOVES AND MIuTE

~~" ~Gloversville, N...2Q .... 19.

TeCon-2crn-ton Commizosion, RECEIVED

Albany, It .SEP 16 1913

Cc:.tlcrien: DIVISION I-ILM41) WATERS
J. D. M.

'.'a are in receipt Of a personal letter acar esselJ to

hr. Dariol H~ays, who die&. June 425th la-st, and vie herew~ith

J7o be- to advise that vwe have ml.Ae no alterati-,ns on what

t-o call .' cot 1.11l Dwyn. 7.c ziir'.ply facca a -_,)rt o-f the

!orth vall of' the Pond an, the front of thle D=~ Wit!, concrete So

av. t o s t o . lc_-:injfaT but wie didi tza:e a foot off thc ton of the fl~n.

to elid 110, h210'.7 87i)olt oxt

=atter. ~7c Z2our repairin& =6. it -.az, " last eeh.!no

'io elo ,-, ownnother Don in Cloorzilc. 2Xre uzo& to be

olittle 0la Dclm J1ust thiC sIde of oukr 71cot Eui D- , !bnitiwe nxre

no t usnZ t:,ai- qr'r lon.er.

tic bc-lievc this answiers zrour lotteor in full, "out at the cm e

tirie, Vf there is something ee for uz to do in tIe natter,

h]1iu-j lot usmovi, o zon sone of --our ,)Oole cone upths ay

-0c wov.1& be rcal1 cle-i to hsnvoe losuro o-! secin&- then and

Civin&; t.hem all t~ie inf'ormation thvat is in our rorvor.

Ataitin.- 7omr early ro-)3ly, 7ie re,

Yours- very trulyp

F3-1 .



1oom W31. 3.12-16-400 (16-16736) Aoe. a&

(NOTICE: After filling out one of these forms as completely as possible for each dam in your district, return it at once to the
'Conservation Commission, Albany.)

STATE OF NEW YORK

CONSERVATION COMMISSION

ALBANY

DAM REPORT

........ ~ --------. ''" --

CONSERVATION COMMISSION,

DIVISION OF WATERS.

GENTLEMEN:

I have the honor to make the following report in relation to the structure known as

L ...........
• • • -f/ -(- ,."

This dam is situated upon the ..... -.-- ...... .J_ .....................................
('/ (Give name of stream)

in the Town of. ....-.----- .......... ....................... County,

about .............................. ............... from the Village or City of ..... .. . ..........
(State distance)

The distance... . ..... stream from the dam, to the..-.._.. -. nr ---portant-- -t.... or of ..br.d
(up or down) (Give name of nearest important stream or of a bridge)

is about ............. -----------
(State distance)

The dam is now owned ......
(Give me and address in f U)

and was built in or about the year./.Z.1 ......., ai.I was extensively repaired or reconstructed

during the year....J . .2

As it now stands, the spillway portion of this dam is built of....,L.L,. . ...
(State whether of mary. concrete or timber)

and the other portions are built ......
(Ste whether of masonry, concrete, earth or timber with or without rack fill)

As nearly as I can learn, the character of the foundation bed under the spillway portion

of the dam is ..... L, ......... .... and under the remaining portions such

foundation bed i ... ....... ..................

Fr3-2
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3(IA the space below, make a third sketch showing the general plan of the dam, and its approximate position in relation to buildings or
other conspicuous objects in the vicinity.)

C~@~Sevtot M-1. Qpart f-

So :r, .-
It,- - - - .0,'a-



(In the space low, mnake one iketch stowing the form and dimensions f a cross section through the spillway or waste-weir of this
damn and outli the abulment, and a secontd sketch shriving the ssne info ation-for It cross section through the other portion of the
darn. Show articularly The greatest height of the dam above the stream b ,its thickness at the top, and thickness at the bottom,
as nearly as ou can learn) 

P

P 7-0

F34J



The total length of this dam is .............. ........................ feet. The spillway or waste-

3 weir portion, is about ...... .......s2........... feet long, and the crest of the spillway is

about ............... 3 ................................... feet below the abutment.

The number, size and location of discharge pipes, waste pipes or gates which may be used

for drawing off the water from behind the dam, are as follows:._ - ......

. ... ........... . _ .... ..................................... ........................... . ......................

At the time of this inspection the water level above the dam was .............. t ....... in.

below the crest of the spillway.

(State briefly, in the space below, whether, in your judgment, this dam is in gol con ition, or bil cailti5., dsszribing particularly
any leaks or cracks or erosions which you may have observed.)

Reported ...

............... .............. ...... ......................... ".
-e . Box ar R. P. D. route)

F3-5............. . .... ...
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FoRm WSI. 5-12.16-200 (16-167U) Ace. j8

(NOTICE: After filling out one of these forms as completely as possible for each dam in your district, return it at once to the5 Conservation Commission, Albany.)

STATE OF NEW YORK

- 
VL'VCONSERVATION COMMISSION

ALBANY

DAM REPORT

................... 19 .-

CONSERVATION COMMISSION,

DIVISION OF WATERS.

GENTLEMEN:

I have the honor to make the following report in relation to the structure known as

the.. ................... Dam.

This dam is situated upon .-------- -...... .. - -.
* (Give name of stream)

int............................................. . ... ......... .... County,

about ........ ... . ... '.. ....................... from the Village or City of...
(State distance)

The distance...ir . ..... stream from the dam, to the ...... '1 ... ... .. ......... .
(Up or down) (Give name of nearest important stream or of a bridge)

is ahout-.-..:. ....± - .. ...................i(State distance)

The dam is now owned by.K.......
(Give name and address in full)

and was built in or about the year................. and was extensively repaired or reconstructed

during the year.... ...?...9.............

As it now stands, the spillway portion of this dam is built of.., ..
(State whether of masonry, concrete . timber)

and the other portions are built o._ -----
(State whether of masonry, concrete. eart 4r timber with or without rock fill)

As nearly as I can learn, the character of the foundation bed under the spillway portion

of the dam is ..... .................................................... and under the remaining portions such

foundation bed .. ................. . .........

F3-6
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(In the space below, make &.third sketc showing the general plan of the dam, and Its appruzimate positio in relation to buildings or
other conspicuous objects In the vici

~ore

I fl-

H o'~I
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a(I the space below, make one sketch showin~g the form and dimensions of a cross section through the spiway or waste-weir of this

dam and outline the abutment, and a second sketch showing the same information for a cross section thf~ugh the Other Portion of the

dm Shwparticularth greatest height of the dam above the stream bed, its thickness at the top, and thickness at the bottom,

as steadly as you can kern.)

C,-cs~~~~, M f~ //-I- ?

r~~ ~ ~ 4a A4 aS t t

r-'001 P.38;,

J-0a &. Ot o0 O ef, .&.a0



The total length of this dam is ......... -7 . ......................... feet. The spillway or waste-

weir portion, is about .....3... ................................. feet long, and the crest of the spillway is
about ............................................... feet below the abutment. '.:'

The number, size and location of discharge pipes, waste pip33 or gates which may be used

for drawing off the water from behind the dam, are as follows :.- -....f, ..........
_ _...................... ..... ......... ..................... :.................... ..: ......... . _ .... ..

At the time of this inspection the water level above the dam was ..... .ft ... ........... in.

bWow
abeve the crest of the spillway.

(State briefly, in the space below, whether, in your judgment, this dim is in go licoalitioa, or bsi c1litio2, describing pArticularly
azy leaks or cracks or erosions which you may have observed.)

. .. ..

...--3

- ... -. __________



Vtoi l|i.i ItLl laW ,i-lsaq

(NOTICE: After filling out one of these forms as completely as possible for each dam in your district, return it at once to the
Conservation Commission., Albany.)

STATE OF New YORK

CONSERVATION COMMISSION RECEIVED
ALBANY SEP 16 1913

DAM REPORT DIVISION iaLAiD WATERS
J. D.M.

........... ............

CONSERVATION COMMISSIO'N,

DivIsIox OF INLAND WATERS.

GENTLEMEN:

I have the honor to make the following report in relation to the structure known

as th e ..... ..... ........ ............... .... D a

This dam is Cit .ted upon the ..... ,. .
-_d'VenaIno' stream)

ai ot ... " o... .......... .... ............. .. ron th. .. t e - t .o.....f ... ............... ................. .
i n t.... 

.... ...............7 4 C o u n t y ,

about / ~ from the Nzffl g-i iy f/zI 4
itlate distance) /

The distance...,6.. ...-. stream from the dam, to the .. - .. ....
s a ove or dowof) nae care ipcrta o a r.gei ab u .. ? 'i........... ... ...... ................

Th dm(State "0c) by .- 4/,-.vThe dam is now owned b a;;c ,;;
irj ---11....)

and was built in or about the year./. .........., and was extensively repaired or reconstructed

during the year.! .

As it no,, stands, the spillway portion of this dam is built of..-l .. 'J

(State whether of masory. concrete or tioba)

and the other portions are built of ........ _... ........
(State wtcther of masonry, cu.'rcte. eirth ovin!, :.r It % or writhout rok fi!!)

As nearly as I can learn, the character of the foundation bed under the spillway portion

of the dam is .. . .... . ........ and under the remaining portions such

foundation bed is ... . •

F3-10
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The total length of this dam is ........ ............................... feet. The spillway or waste-weir.or, onis abut, ........................ Itl a................ -ay .. o o<o <o ,,.,
..p.rtion,.s.about......:~~ ........ .-... feet long, and the crest of the spill~~-a is

about..... ....... feet below the top of the darn.

The number, size and location of discharge pipes, waste pipes or gate3 which may be

used for drawing off the water from behind the dam, are as follows: /.... ...4 - ........ ... .... ...... .............. ......... ........ .... ....................................................... ...........
State briefly, in the space below, whether, in your judgment, this dam is in good conditiou or bal co'ditio2, dticribing particularly
any.leaks or cracks which you may have observed.)

Reported y Z_ aI

I~sto mf are)

(N~mg pmm) (SIR OTMEI SIDE)

F3-12
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(in the space below, make one sketch showing the form and dimensions of a cross section through the spillway or waste-weir of this
dam, and a second sketch showing the same information for a cross section through the other portion of the dam. Show par-
ticularly the greatest height of the dam above the stream bed, its thickness at the top, and thickness at the bottom, a's nearly as
you can learn.)

N

A",

(in tespace below, make a third sket hshow &the general plan of the dam, and its approximate position in relation tobuldings or
other conspicuous objects in the vicinit

It 2

MC or

bF3-13
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I oauW3l. 5-12-1-2000 (l4S675S) Arc. iS

(NOTICE: After filling out one of these forms as completely as possible for each dam in your district, return it at once to the
Conservation Commission, Albany.)

STATE OF NEw YORK

CONSERVATION COMMISSION

ALBANY

DAM REPORT

........ ........
(Date)

CONSERVATION COMMISSION,

DIviSION OF WATERS.

GENTLEMEN:

I have the honor to make the following report in relation to the structure known as
.. ...... --------------- ....... D am

This dam is situated upon the....... .................-........
(Give ndne of stream)

in the Town of ...... -- ................................................... c...... County,

about ................................................. : the Village-or City of......................
(Stat distance)

The distance .......... ..... stream from the dam, to the.
(Up or down) /(Give name of nearest important stream or of a bridge)

is about .................... r":..,. ............... :
(State distance) f ''2' ~ 2

The dam is now owned by - -- fu-)---" (o~li,, no eand address in ful) / •

4//and was built in or about the year.. .......... q...... and was extensively repaired or reconstructed

during the. year ....... .......
t/ '/1-/

As it now stands, the spillway portion of this dam is built of....:.-....;.
(Stt. whether o .masonry. concrete timber)

aild the other portions are built ofC/-, -., .. . .. ..... . .........-,
(Stats whether of masonry. concrete, earth or timber with or without rock fill)

As nearly as I can learn, the character of the foundation bed under the spillway portion

of the dam is ....................... :... ......-................. and under the remaining portions such

foundation bed is ............ ... '.. - .............................................
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an the space below, make a third sketch showing the general plan of the damn, and its approximate 'position in relation to buidings or
other conspicuous objects in the vicintity.)

* ice Appose

/ w" te%. ic e Co .

F3-15



(In the space below, moke are sketch showing the form and dimnens.ons of a cross section through the spillway or waste-weir of thisIdam and outlice the abutmtnt, sod a seccad sketch gbcwivg the sczre information for a cross section through the other portion of the
dam. Show psrticulstly The greatest height of the dsm above the stresm bed, its thickness at the top, and thickness at the bottom,
as nearly as you can learn.)

F~Af

1421
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The total length of this dam is .............1.......................... feet. The spillway or waste-

weir portion, is about ............ .. .......................... feet long, and the crest of the spillway is

about .............. ............ . feet below the abutment.

The number, size and location of discharge p'pes, waste pipes or gates which may be used

for drawing off the water from behind the dam, are as follows:._.A.'- .T , .

..................................................... .

At the time of this inspection the water level above the dam was ....... /. . t ........ in.
be ow tabove- the crest of the spillway.

(State briefly, in the space below, whether, in your judgment, this dam is in good condition, or bad condition, describing particularlyany leaks or cracks or erosions which you may have observed.)

Reported by .......... 0 .21 .  ....................
. _. .. ........................................ &*X , 7 ..........

(Addnm-Strmt and number. P. O. Box or R. F. D. omute)
./ ................ ..

(, Now of ,,am) ..............
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West Millpond Dam-Spillway from downstream -5/19/19
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(Outline sketch of lake or pond)

I(
IN

S q~S

Y ~rRAf \4

(Indicate principal weed beds, type of bottom where soundings were taken on
sketch; also indicate, by numbers, points where collections were taken)

VT ... I........Elevati on. ....... .........................

If posted: Owner's name and address........................... ...............................................

Bottom clay gravl, ma l, ~ roc, sand (underline; give % of each type)

Vegetation: scant, fair, abundant, floating, submerged (underline; give 0/ of each type)

Source: springs .in bottom, spring st reams, surfacr, ater (underline)

Shore line: wooded, swampy, cultivated.,.. .(AJ1.9AJ...........................................

Color of water: white, light brown, brown ................................................

Height of dam if present .....4 .l............................................

Accessibility: road, trail, portage........................................................

T.-

7 > .

-6

9.
0 F3-19
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j r~i - -.0 809 0q~

of~ :U '~ Sp 'way X.CV- Li ;1r

I. ~ :.;~O~t~q [1 J0o-ov''r flow Sect ion

Jed n-f Sur f co~c~r oflc~L2LCI~r~

ljdei].A Ili~i [aJ S cL L 1 een L o f [ Crest: ofL Mm~~

D)owstcceam []1plnrea To,? vf
S o~I loe1 lc

li] Ci-V7 ,Likj :o,:D. 0F' PT'AX' ANi) OUTLET ' uomzS

I iAuxil lary flScrvicc or Li SI lingjJJ Srilwa . LUConcrete Sp'way j
F1Joints SilSl-face of S7 Sp i Iway

1±1 j4JConcrete ~jToe

E:cchanical. Fl ungc Dia il

ILi Elquipmen t Piool [:

Main~ennce 11azard Class

MiJ Eval.-itiLon .Inspector

5g~ ~J..s 8~ Co", +Ii 'w '17-0 ~ / Iv.

~~Voc- c re
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I
DEC DAM INSPECTION REPORT CODING

I
1. Rl-.cr P .sin. - Nos. 1-23 on Comp.latioi Sheets

Coun.. - :os. 1-62 Alphabetically
3. Year r.yo ovl -
4. YnSjP7.rio11 9l'e - Month, Day?. Year
5. arent USQ

1. Fish & Wildlife Management 4. Power
2. Recreation 5. Farm

* 3. Water Supply 6. No Apparent Use
6. _
* 1. Earth with Aux. Service Spillway

2. Earth with Single Conc. Spillway
3. Earth with Single non-cont. Spillway
4. Concrete
5. Other

7 As- u lt Insnrction - Built substantially according to approved plans and
specifications

Location of Soillwav and Outlet Works

1. Appears to meet originally approved- plans and specifications.
2. Not built 'acordiig to plans and specifications and location appears to be

detrl.rental to structure.
3. Not built according to plans and specifications but location does not appear to

be detrimental to structure.

Elevations

1. Generally in accordance to approved plans and specifications as determined frM
visual inspecticn and use of hand level.

2. Not built accordirg to plans and specifications and elevation changes appear :o
be detrimental to structure.

3. Not built accordir.g to plans end specificatione but elevation cha=;Lgs do not
• . appear to be detrimental to structure.

Size of Spillway and Outlet Works'

I. Appears to meet originally approved plans and specifications as determined by
* field veasurcrients usiig tape measure.
2. Not built according to plans and specifications and changes appear detrimental
S• to structure.
3. Not built according to plans and specifications but changes do not appear

detrimental to s;ructure.

, " Geometry of ron-overflow Struct.res

- I. Generally in accordance to originally approved plans and specifications as
determined from visual inspection and use of hand level and tape measure.

2. Not built according to plans and specifications and changes appear detrimencal
" to structure.

3.. Not built according to plans and specifications but changes do not appear
.detrimental to structure,

. General Co~tditions of Von-Ovcrflow Seccion

-A. Adequate - No apparent repairs needed or minor repairs which can be covered by
-- periodic maintenance.

2. Inadequate - Items in need of major repair.

Ok") For boxes listed on condition unde.r non-o rflow sectlot).
1. Satisfactory.
2. Can be covered by periodic maLatuance.
3. UsntoLnsfactory - Above and beyonJ nonaal mainatennce.

F3-21
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DEC DAM INSPECTION REPORT CODING (cont.)

U La. .....___ __ _ __ __ __ __ _

Ceneral Conditt.on of Spi lway and Outlet Works

I. Adequate - No apparent repairs needed or minor repairs which can be covered by
periodic maintenance.

2. Inadequate - Items in need of major repair.

(items) For boxrs listed conditions listed under spillway ind outlet works.
1. Sais factory,. •
.. Can be covered by periodic'maintenance. •

-3. Unsatisfactory - Above and beyond norital maintenance.
4. Dam does not cont;ain this feature. "

Maintenance

1. Evidence of periodic maintenance being performed.
2. No evidence of periodic maintenance. ..
3. No longer a dam 0r dam no longer in use.

".S.) Hlazard Classification Downstream

2; (A) Damage to agriculture and county roads. -

2. (B) Damage to private and/or public property.
* 3. (C) Loss of life id/or property.

Evaluation - Based on Judgment and Classification in Box Nos.

Evaluation for Unsafe Dam

1. Unsafe - Repairable.
2. Unsafe - Not Repairable.
3-. ps _ff-.en evidce to declare unszfe.I

(1) LOw RuDSC= I %t., .. :.
(2) UPPER HUDSON - L ," 57

(3) KOHAUX 3 " e.,.. -

(4). LAKE CMMPLA N "/i'.-',,.'j.. "T.,,-,
*. (5) DMAUXRE . -~ S.. 1 . i .

t '(6) SUSQtEHA.%A -kv.

(8) OSWEGO
( 9 ) G E N E S E E / 0' € : ,, jr ., A " .5 C ' .

(I0) ALLEGHE'Y I . A.q "
(21) LAKE ERIE dZL..*T,. G ,'.
(12) WESTERN LKZ ONTARIO Z S' k.. il -k ,-
(13) CEIrRAL L. On.TARIO Dt.,r'.e.v-'. ., -
(14) EASTERN LAKE OMTARIO it e.,C.
(15) SAIUION RIVER St.. *LC(A " "f " s ,.t %0

(16) BLACK IMER It. F.A..tt
(li) UE!T ST. LAU.XCE .
(18) EAST ST. ,W.',CE .O~ag.--
(19) ,ACQitTE RIVER .-I ,,... -,4, 1.t-1'..
(20) ST. Rl:;IS RIVER Z ' ,
(21) lkCUSAT014IC .J:6 .-> ,' ' *.' , , .
(22) WOM. ISLLgO
(23) OS -.C-EATC1I1E cc: '

~.. ....... "0 Y6 05.0. . n.4
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I
CHARLES It. ACKI'IISAUEII

IROMRUIONAL NOrN]

LICXNUED LAND URVrTOR

06 PrnNDLZ AY I[T

JO'NETOW"N. K. T. 2095

Il URtT RIECORDO OF J. U. MOW%'RT

FBONE * Too-43a

I
Mr. hrisJuly 17, 1979

Hr. Chris Chiappa
-.ee Dyeing Company

;loversville, New York 12078

RE: West Hill Pond, Dam of Rovel Aqua.,Inc.
West Fulton St.,Gloversville, New York

-)ear Sir,

Please be advised that I have inspected the above captioned dam on this date

ind have found it to be sound and in no danger of collapse.

As part of a routine maintainance program the concrete and masonry should be

.nspected yearly by your staff and any repairs necessary should be promptly

ittended to.

If you have any questions feel free to call.

Yours truly,

j./, /. , /

Charles R. Ackerbauer, PE LS

F 2
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I

Room 6-)9

Robert F. Flacke,

July 18, 1979

Rovel Aqua, Inc.
c/o Jacob Schulman and Company
97 North Main Street
Glovers!ille, New York 12078

Re: Dam #392 Mohawk
at Intersecton of
Route 29A ,and W. Fulton St.

Dear Mr. Schulman:

In accordance with the Department of Environmental Conservation's
Dam Safety Program, an inspection of the referred to structure was
conducted on July 12, 1979.

The following defects were observed:

Trees and brush growing on the dam;

Stone displacement;

Concrete deterioration.

This office recommends that the vegetation be removed, stones
replaced, and that the structure be maintained on a routine basis.

If you should have any questions, please call me at Area Code
518-457-6310.

Sincerely,

Kenneth D. Hamer
Dam Safety Program Coordinator

cc: Mr. F. M. Dailey
Mr. W. Muerman

IDH:kf
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Me. Jill) -~~y IiA ~tVL.1
DAM INSPECTION REPORTI (By Visual Inspection) ,

AmNumber River Basin Town County Hazard Class & Inspector

"*"4" F/" .°, -'# ~ ) __ _ _

I Stream -/7 y p Owner -~j~Q

Type of Construction use

E Earth w/Concrete Spillway Q Water Supply

o Earth W/Drop Inlet Pipe Q Power

V Earth w/Stone or Riprap Spillway Q Recreation - ] High Density

E] Concrete Q Fish and Wildlife
o Stone Q Farm Pond

o Timber O-No Apparent Use-Abandoned

o Other __ Flood Control

Q Other
Ea imated Impoundment Size Q Acres## Estimated Height of Dam above Streambed .__Ft.

Condition of Spillway

t Service satisfactory [] Auxiliary satisfactory

[] In need of repair or maintenance ] In need of repair or maintenance

Explain: C17; i 7!7 e__7Z,_

Condition of Non-Overflow Section

Q Satisfactory In need of repair or maintenance

Explain: - A cj i
Condition of Mechanical Equipment

Q Satisfactory Q In need of repair or maintenance

Explain:

Siltation High EQ Low

Explain:

Remarks:

Evaluation (From Visual Inspection)

0 Repairs req'd. beyond normal maint. 12No defects observed beyond normal aint.
PEC.. :
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31 APPENDIX G

DRAWINGS

I TABLE OF CONTENTS

I Page

Comprehensive Map of West Mill Pond, traced by
Tri-County Engineers from map made byI

I
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42 OF WATE IN FEET AT POINTS SHOWN

40

COMP'REHENSIVE MAP OF WEST MLL POND
ROVEL AQUA INC.

TRACED FROM MAP MADE BY MORRELL VROOMANK CNG-R.
JUNE e SCALE '~ 230 r

TRACED BY TR-COUNTY ENC4NEERS'FROM OWNER
REDUCED TO 77% OF ORIGINAL
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